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WRITTEN SPECIFICATIONS AND ALL CONSULTANT DRAWINGS AND 

SPECIFICATIONS. ANY DISCREPANCIES SHALL BE REFERRED TO THE 
ARCHITECT.

THE CONTRACTOR SHALL CHECK AND VERIFY ALL DIMENSIONS AND 

LEVELS ON SITE PRIOR TO COMMENCEMENT OF ANY WORK. 
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- ALL DRAINAGE & SEWEARGE PIPES ADJACENT TO BUILDING TO BE 

SETBACK AT A DEPTH THAT WILL NOT AFFECT ANGLE OF REPOSE 

(45 DEGREES) TO FOUNDING DEPTH.

SERVICE PIPES AND DRAINAGE PIPE JOINTS TO BE ARTICULATED AT 

SLAB AND ARTICULATED AT FOOTING  - WALL PENETRATION. 

BACKFILL TO PIPES SHALL BE FULLY COMPACTED.

WHERE SEWERAGE AND WATER PIPES PASS 'THRU' SLAB AND 

FOOTINGS, PROVIDE SLEEVE OR LAGGING AROUND PIPES TO 
ALLOW RELATIVE MOVEMENT 25mm MINIMIM ALL AROUND.

- GRADING AND SITE DRAINAGE - THE AREA WITHIN 2000mm OF 

BUILDING SHALL BE GRADED SO THAT WATER WILL NOT POND 
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FALLS TOWARD THE BUILDING.

STORMWATER DRAINAGE DISCHARGING POINT TO KERB & CHANNEL 
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WALL TO REMAIN SHOWN SHADED GREY

APPROX EXCAVATION LEVEL

RL. 190.685 (BUILDER TO VERIFY)

APPROX EXCAVATION LEVEL

RL. 190.685 (BUILDER TO VERIFY)

APPROX EXCAVATION LEVEL

RL. 190.685 (BUILDER TO VERIFY)

11

101213

14

16

15

APPROX EXCAVATION LEVEL

REFER TO CIVIL DRAWINGS/PROPOSED 
LEVELS, BUILDER TO VERIFY

APPROX EXCAVATION LEVEL

REFER TO CIVIL DRAWINGS/PROPOSED 
LEVELS, BUILDER TO VERIFY

DEMOLITION NOTES

COORDINATE SCOPE OF DEMOLITION WORK WITH ARCHITECTURAL, STRUCTURAL, 

MECHANICAL, HYDRAULIC & CIVIL DRAWINGS. 

UNLESS OTHERWISE NOTED, REMOVE OR CUT & SEAL ALL EXISTING SERVICES THAT 

NOT GOING TO BE USED.

GENERAL CONTRACTOR IS TO MAINTAIN A SEPARATION BETWEEN AREAS WITHIN THE 

SCOPE OF WORK AND AREAS OUTSIDE OF WORK BY PROVIDING PLASTIC SHEATING 

BETWEEN CONTIGIOUS SPACEES AND /OR TEMPORARLY TAPING OF JOINTS AND GAPS 

TO PREVENT  DUST MIGRATION.

CAUSE NO DAMAGE TO EXISTING CONSTRUCTION TO REMAIN.TAKE CARE NOT TO 

ENCROACH ON ADJACENT OCCUPIED AREAS OR AREAS NOT WITHN SCOPE OF WORK. 

PROTECT ALL  EXISTING FINISHES, DOORS, WINDOWS, FRAMES & ETC WHICH ARE TO 

REMAIN.

USE ALL MEANS NECESSARY TO PREVENT THE SPREAD OF DUST TO ADJACENT 

AREAS.

DISPOSE ALL DEMOLISHED OR REMOVED MATERIALS LEGALLY COMPLY OFF THE SITE 

COMPLY WITH ALL LOCAL HAULING & DISPOSAL REQUIREMENT. 

BUILDER MUST COMPLY WITH ALL STANDARD OF LOCAL, NATIONAL, STATE, & FEDERAL 

SAFETY REQUIREMENTS FOR DEMOLITION PURPOSE.

CONTRACTOR TO DEMOLISH ALL EXISTING PLANTING WITHIN THE SITE AS SHOWN ON 

THE DOCUMENTS.

DRAWINGS TO BE READ IN CONJUCTION WITH THE ENDORSED TOWN PLANNING PERMIT 

CONDITIONS

ALLOW FOR DEMOLITION OF ALL EXISTING FOOTINGS AND REDUNDANT SERVICES 

INCLUDING SERVICE PITS

CONTRACTOR TO ALLOW FOR FOR CAREFUL REMOVAL OF EXISTING PART BUILDING 

WITH APPROPRIATE REMOVAL OFFSITE OF ALL MATERIALS INCLUDING HAZARDOUS 

MATERIALS. REFER SPECIFICATION FOR HAZARDOUS AUDIT.

OTE: REFER TO THE RELEVANT CONSULTANT DRAWINGS FOR THE EXTENT OF 

EXISTING UNDERGROUND SERVICES TO BE REMOVED AND FOR THE EXTENT OF NEW 

SERVICES TO BE INSTALLED

NOTE: ALL ITEMS THAT ARE NOTED ON THE DRAWINGS TO BE REMOVED AND RETAINED 

BY THE CLIENT ARE TO BE RELOCATED TO STORAGE LOCATIONS AS SET OUT IN THE 

SPECIFICATION.

NOTE: ALL EXISTING GROUND SERVICES TO BE PROTECTED & MAINTAINED WHEN 

CLEARING SITE AREA FOR NEW BUILDING WORKS.

LEGEND

EXISTING BITUMEN 

ROAD TO REMAIN

EXISTING GRASSED 

AREAS TO REMAIN

EXISTING CONCRETE 

PAVING TO REMAIN

EXISTING GRAVEL 

ROAD TO REMAIN

EXISTING GRASSED AREAS 

TO BE REMOVED, SITE 

STRIP

EXISTING CONCRETE PAVING 

TO DEMOLISHED/REMOVED

EXISTING GARDEN BED TO 

DEMOLISHED/REMOVED, 

REMOVE ALL VEGETATION

EXISTING BITUMEN TO BE  

DEMOLISHED/REMOVED

AREA TO BE EXCAVATED

RL 190.685 APPROX. BUILDER TO 

VERIFY

RETAINING WALL TO BE 

DEMOLISHED

EXISTING TREE TO BE 

REMOVED

EXISTING MAIN STRUCTURES TO 

BE DEMOLISHED
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GENERAL NOTES

ALL DRAWINGS TO BE READ IN CONJUNCTION WITH BOTH THE 
STRUCTURAL ENGINEER'S DRAWINGS AND COMPUTATIONS AND 
WITH THE SOIL REPORT. 
WORKS TO COMPLY WITH RELEVANT SAA CODES, LOCAL BYLAWS, 
BUILDING CODE OF  CODE OF AUSTRALIA AND RELEVANT 
AUTHORITIES. 
REFER STRUCTURAL ENGINEERS DRAWINGS & COMPUTATIONS FOR 
DESIGN OF ALL RC SLABS, BEAMS AND LINTELS. 
ALL DRAWINGS MUST BE READ IN CONJUNCTION WITH  CIVIL, 
MECHANICAL, ELECTRICAL, AND HYDRAULIC  DRAWINGS AND 
SPECIFICATIONS
BUILDER TO CHECK AND VERIFY ALL DIMENSIONS & LEVELS PRIOR 
TO COMMENCEMENT OF WORK. 
PROVIDE BRICKWORK ARTICULATION JOINTS AS RECOMMENDED BY 
THE CEMENT AND CONCRETE ASSOCIATION TECHNICAL NOTE No. 61 
IE. ARTICULATION JOINTS TO BE AT MAX 6 METER SPACINGS UNLESS 
ADVISED OTHERWISE BY ENGINEER OR SOIL ENG.
ALL WINDOW SIZES ARE NOMINAL, CONTRACTOR MUST CHECK  ALL 
WINDOW OPENINGS ON SITE PRIOR TO WINDOW  MANUFACTURE 
AND INSTALLATION.

ALL GLAZING TO COMPLY WITH AS 1288 & AS 2047 COMPLYING 
WITH U & SHGC VALUES AS NOMINATED BY THE GLAZING 
CALCULATOR.
ALL EXTERNAL DOORS & OPENABLE WINDOWS SHALL BE 
FITTED WITH FOAM/RUNNER COMPRESSIBLE STRIP OF FIBROUS 
WEATHER SEAL
ALL FRAMING AND FIXINGS TO BE IN ACCORDANCE WITH AS 
1684 NATIONAL TIMBER FRAMING CODE 1990 
ALL EXPOSED STEEL LINTELS TO BE HOT DIPPED GALVANISED. 
PROVIDE TERMITE PROTECTION IN ACCORDANCE WITH AS3660 
2000 (REFER TO SPEC) 
PROVIDE PERMANENT NANOTECHNOLOGY ECO BARRIER ANTI 
GRAFFITTI CLEAR COAT WITH MATT FINISH TO ALL NON 
PAINTED SURFACES UP TO 2M HIGH. REFER TO SPECIFICATION.
THE CONTRACTOR MUST PROVIDE PORTABLE FIRE 
EXTINGUISHERS AS REQUIRED AND IN ACCORDANCE WITH AS 
2444 - 2001 & AS 1851.1 - 1995. FINAL NUMBER & LOCATION OF 
FIRE EXTINGUISHERS TO BE CONFIRMED ON SITE PRIOR TO 
OCCUPANCY

PROPOSED AIR CONDITIONING & VENTILATION SYSTEMS ARE TO 
COMPLY WITH PART J5 OF THE NCC
PROPOSED ARTIFICIAL LIGHTING SYSTEM ARE TO COMPLY WITH 
PART J6 OF THE NCC
THE CONTRACTOR MUST PROVIDE A SIGNAGE SCHEDULE 
INCLUDING; FIRE EXTINGUISHERS, ROOM NAMES ETC & TO 
PROVIDE BRAILLE TYPE SIGNS & TACTILE INDICATORS TO ALL 
SANITARY FACILITIES TO COMPLY WITH STATUTORY SIGNAGE 
REQUIREMENTS .TOILET SEATS TO ACCESSIBLE AND AMBULANT 
TOILETS ARE TO BE 30% LUMINANCE CONTRASTING COLOUR 
DOOR HARDWARE, SANITARY FITTINGS & FIXTURES ALL IN 
ACCORDANCE WITH AS 1428.1:2009
DOOR TO DIS WC/SHR TO HAVE REMOVABLE HINGES SO THAT THE 
DOOR CAN BE OPENED IN AN EMERGENCY. 
PRIVACY SNIBS TO ACCESSIBLE TOILETS ARE TO BE 45MM AS PER 
AS. 1428.1:2009 
CONTRACTOR TO PROVIDE 3 SETS OF TRUSS ROOF & WALL 
DESIGN & ERECTION DETAILS ON SITE PRIOR TO FRAMING 
INSPECTION AS A CONDITION ATTACHED TO THE BUILDING PERMIT

INSULATION NOTES

REFER TO THE SECTION J COMPLIANCE REPORT FOR THE PERFORMANCE 

REQUIREMENTS OF BUILDING FABRIC; 

INCLUDING GLAZING. 

REFER TO ACOUSTIC REPORT FOR ACOUSTIC REQUIREMENTS

ALL INSULATION MUST COMPLY WITH AS/NZS 4859.1 THE INSULATION MUST BE 

INSTALLED SO THAT IT ABUTS AND OVERLAPS MEMBERS 

REFLECTIVE INSULATION MUST OVERLAP BY MIN 50mm

BULK INSULATION MUST NOT BE COMPRESSED  (EXCEPT OVER BATTENS ETC.) AND 

SHALL OVERLAP  THE TOP OF WALLS BY AT LEAST 50MM 

ROOF AND CEILING IS TO ACHIEVE A TOTAL R-VALUE (min R3.2) WHEN MEASURED 

DOWNWARDS OR AS SPECIFIED. 

EXTERNAL WALLS REQUIRE SUFFICIENT INSULATION TO ACHIEVE A TOTAL R-VALUE min 

R2.8) OR AS SPECIFIED

INTERNAL ENVELOPE WALLS REQUIRE SUFFICIENT INSULATION TO ACHIEVE A TOTAL 

R-VALUE (min R1.8) OR AS SPECIFIED.

PROVIDE ACOUSTIC WALL INSULATION TO INTERNAL WALLS WHERE INDICATED. REFER 

TO WALL TYPES SCHEDULE

DOOR CLEARANCES
WH WLD

NOTE: 

MINIMUM DOOR CLEARANCES TO BE IN ACCORDANCE 

WITH AS 1428.1:2009 - SECTION 13:

DOORWAYS, DOORS AND CIRCULATION SPACE AT DOORWAYS

Dimension D

850

900

950

1000

Dimension WH

110

110

110

110

Dimension WL

530

530

530

530

TERMITE CONTROL MANAGEMENT

NOTE:

CONTRACTOR TO PROVIDE A TERMITE MANAGEMENT SYSTEM IN 

ACCORDANCE WITH AS3660.1 TO ALL PRIMARY BUILDING ELEMENTS THAT 

ARE SUSCEPTIBLE TO TERMITE ATTACK. PLEASE REFER ALSO TO THE 

ARCHITECTURAL SPECIFICATION SECTION 02360

REFER TO SLAB PLAN ON SHEET CD301  FOR TERMITE/MEMBRANE 

INFORMATION.

ABSABS

This drawing and all information and design thereon are COPYRIGHT
and will remain the property of Avor Architecture Pty. Ltd. Acceptance of 
same constitutes an agreement that no part Acceptance of same 
constitutes an agreement that no part of  this drawing shall be 
reproduced or communicated to any party other than the first without  
permission of Avor Architecture Pty. Ltd., and is issued on the 
understanding that it will be returned Builders / Contractors shall verify all 
dimensions and levels on site before any work commences. Figured 
dimensions take precedence over scaled work. All shop drawings shall 
be submitted to the Architect/Consultant and manufacture shall not 
commence prior to the return of inspected shop drawings signed by the 
Architect/Consultant. to Avor Architecture upon request. DRAWINGS. 
WRITTEN DIMENSIONS ONLY TO BE USED.
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INTERNAL WALL TYPE SCHEDULE:

WT
TS-90

ALL DRAWINGS TO BE READ IN CONJUNCTION WITH BOTH THE STRUCTURAL ENGINEER'S DRAWINGS AND COMPUTATIONS AND WITH THE SOIL 

REPORT

. 

REFER DRAWING CD801 - CD807 FOR LOCATION OF THE RELEVANT WALL TYPES

REFER A600 SERIES DETAIL SECTIONS

REFER A700 SERIES PLAN DETAILS

WORKS TO COMPLY WITH RELEVANT SAA CODES, LOCAL BYLAWS, BUILDING CODE OF  CODE OF AUSTRALIA AND RELEVANT AUTHORITIES. 

ALL FRAMING AND FIXINGS TO BE IN ACCORDANCE WITH AS 1684 NATIONAL TIMBER FRAMING CODE 1990 

PROVIDE AN AIRTIGHT SEAL WITH A FLEXIBLE CAULKING COMPOUND TO THE FOLLOWING AREAS: 

- TO THE BASE OF THE INTERNAL WALL AT THE JUNCTION WITH FLOOR SLAB; 

- WHERE THE INTERNAL WALL ABUTS OTHER BUILDING ELEMENTS SUCH AS BRICKWORK, STEEL COLUMNS, WINDOW & DOOR FRAMING, ETC;

- WHERE THE INTERNAL WALL TERMINATES AT THE U/S OF THE CEILING LINING OR ROOF SHEETING / INSULATION

ALL EXTERNAL DOORS & OPENABLE WINDOWS SHALL BE FITTED WITH FOAM/RUNNER COMPRESSIBLE STRIP OF FIBROUS WEATHER SEAL

WALL TYPE NOTES:

INTERNAL WALL:

TIMBER STUD WALL 

(NO INSULATION) 

EXTERNAL WALL TYPE SCHEDULE:

WALL THICKNESS NOMINALLY AS INDICATED / DIMENSIONED (MEASURED FROM 

INTERNAL STUD FACE TO EXTERNAL WALL FACE)

EXTERNAL SIDE:

110mm THICK FACE BRICK  (REFER FINISHES SCHEDULE)

MIN. 40mm CAVITY; 90mm OR 120mm TIMBER STUD FRAME 

INTERNALLY (AS PER STRUCTURAL ENGINEER REQUIREMENTS) 

AT 450mm CRS MAX. 

- - - - - -

40mm CAVITY

- - - - - -

90 x 45 F5 TIMBER STUDWORK AT MAX 450mm CRS, 

IN ACCORDANCE WITH AS1684 

(FRAME THICKNESS TYPICALLY AS INDICATED ON FLOOR PLAN)

REFER TO STRUCTURAL ENGINEERS DRAWINGS & SPECIFICATION. 

- - - - - -

INTERNAL SIDE:

TO KITCHEN & CANTEEN: 

1 x 15mm THICK BELLIS FIREMASTER 550 WALL LINING, FIXED IN ACCORDANCE WITH 

MANUFACTURER'S RECOMMENDATIONS.

BELLIS FIREMASTER 550 BOARD HAS BEEN TESTED BY CSIRO TO VALIDATE COMPLIANCE 

WITH APPENDIX C, AS/NZS 5601.1: 2013 GAS INSTALLATIONS.  CSIRO ALSO TESTED THE 

BOARD TO AS/NZS 1530.3:1999 AND IT IS DEEMED NON-COMBUSTIBLE.

TO ALL OTHER AREAS:

1 x 13mm THICK IMPACTCHEK PLASTERBOARD WALL LINING (BOTH SIDES) TO 1200MM 

HIGH ABOVE FLOOR WITH 1 x 13mm THICK PLASTERBOARD WALL LINING ABOVE 1200MM 

TO CEILING LEVEL (FLUSH JOINTED), FIXED IN ACCORDANCE WITH MANUFACTURER'S 

RECOMMENDATIONS.

INSULATION: BRADFORD GOLD HI-PERFORMANCE WALL BATTS R2.7, 90MM THICK 

OR APPROVED EQUIVALENT, AS PER SECTION J REPORT

SISALATION: BRADFORD ENVIROSEAL WALL WRAP OR APPROVED EQUIVALENT 

TO ENTIRE STUD FACE. MIN R1.0

TOTAL EXTERNAL INSULATION SYSTEM TO ACHIEVE MIN. R2.8

WT
BV-240

EXTERNAL WALL:

BRICK VENEER

90 x 45 F5 TIMBER STUDWORK AT MAX 450mm CRS, 

IN ACCORDANCE WITH AS1684 

(FRAME THICKNESS TYPICALLY AS INDICATED ON FLOOR PLAN)

REFER TO STRUCTURAL ENGINEERS DRAWINGS & SPECIFICATION. 

PROVIDE THE FOLLOWING:

TO KITCHEN: 

1 x 15mm THICK BELLIS FIREMASTER 550 WALL LINING, FIXED IN 

ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS.

BELLIS FIREMASTER 550 BOARD HAS BEEN TESTED BY CSIRO TO VALIDATE

COMPLIANCE WITH APPENDIX C, AS/NZS 5601.1: 2013 GAS INSTALLATIONS.  

CSIRO ALSO TESTED THE BOARD TO AS/NZS 1530.3:1999 AND IT IS DEEMED 

NON-COMBUSTIBLE.

TO ALL OTHER AREAS:

1 x 13mm THICK IMPACTCHEK PLASTERBOARD WALL LINING (BOTH SIDES) 

TO 1200MM HIGH ABOVE FLOOR WITH 1 x 13mm THICK PLASTERBOARD

WALL LINING ABOVE 1200MM TO CEILING LEVEL (FLUSH JOINTED), FIXED IN 

ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS.

ACOUSTIC INSULATION TO WALL CAVITY:  

BRADFORD ACOUSTIGARD INSULATION - MIN. 90MM THICK 20KG/M³ DENSITY 

ACOUSTIC GRADE R2.4 INSULATION OR APPROVED EQUIVALENT. 

WALL EXTENT:

WALL LINING, FRAMING & INSULATION TO EXTEND NOM. 100MM ABOVE 

CEILING LEVEL, OR TO U/S RELEVANT ROOF TRUSS BOTTOM CHORD

INTERNAL WALL:

ACOUSTIC WALL TYPE 1 

(TIMBER STUD WALL WITH 

ACOUSTIC INSULATION) 

WT
AC1-90

(EXTERNAL SIDE)

TOILET CUBICLE PARTITION SYSTEM

INTERNAL WALLING AS SPECIFIED.

REFER TO FINISHES SCHEDULE &

INTERNAL ELEVATIONS / DETAIL PLAN

INTERNAL WALL:

WT
TP

90 x 45 F5 TIMBER STUDWORK AT MAX 450mm CRS, 

IN ACCORDANCE WITH AS1684 

(FRAME THICKNESS TYPICALLY AS INDICATED ON FLOOR PLAN)

REFER TO STRUCTURAL ENGINEERS DRAWINGS & SPECIFICATION. 

PROVIDE THE FOLLOWING:

TO KITCHEN : 

1 x 15mm THICK BELLIS FIREMASTER 550 WALL LINING, FIXED IN 

ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS.

BELLIS FIREMASTER 550 BOARD HAS BEEN TESTED BY CSIRO TO 

VALIDATE COMPLIANCE WITH APPENDIX C, AS/NZS 5601.1: 2013 GAS 

INSTALLATIONS.  CSIRO ALSO TESTED THE BOARD TO AS/NZS 

1530.3:1999 AND IT IS DEEMED NON-COMBUSTIBLE.

TO ALL OTHER AREAS:

1 x 13mm THICK IMPACTCHEK PLASTERBOARD WALL LINING (BOTH 

SIDES) TO 1200MM HIGH ABOVE FLOOR WITH 1 x 13mm THICK 

PLASTERBOARD WALL LINING ABOVE 1200MM TO CEILING LEVEL (FLUSH 

JOINTED), FIXED IN ACCORDANCE WITH MANUFACTURER'S 

RECOMMENDATIONS.

WALL EXTENT:

WALL LINING, FRAMING & INSULATION TO EXTEND NOM. 100MM ABOVE 

CEILING LEVEL, OR TO U/S RELEVANT ROOF TRUSS BOTTOM CHORD

NOTE: REFER TO INTERNAL ELEVATIONS 

FOR ALL WALL FINISHES (TILES, VINYL OR 

PAINT)

NOTE: REFER TO INTERNAL ELEVATIONS 

FOR ALL WALL FINISHES (TILES, VINYL OR 

PAINT)

NOTE: REFER TO INTERNAL ELEVATIONS & 

EXTERNAL ELEVATIONS FOR ALL WALL 

FINISHES (TILES, VINYL OR PAINT)

.9
0.
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0.

.1
10

. .2
40

.

90 x 45 F5 TIMBER STUDWORK AT MAX 450mm CRS, 

IN ACCORDANCE WITH AS1684 

(FRAME THICKNESS TYPICALLY AS INDICATED ON FLOOR PLAN)

REFER TO STRUCTURAL ENGINEERS DRAWINGS & SPECIFICATION. 

PROVIDE THE FOLLOWING:

TO ADMIN SIDE OF WALL:

1 x 13mm THICK IMPACTCHEK PLASTERBOARD WALL LINING (BOTH SIDES) 

TO 1200MM HIGH ABOVE FLOOR WITH 1 x 13mm THICK PLASTERBOARD

WALL LINING ABOVE 1200MM TO CEILING LEVEL (FLUSH JOINTED), FIXED IN 

ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS.

TO GENERAL WAITING/ENTRY SIDE OF WALL:

91 X 21mm THICK PORTA MOULDING - PINNACLE, AMERICAN OAK, VERTICAL 

CASTELLATED TIMBER LINING WITH TONGUE AND GROOVE JOINT, 

SECRETLY FIXED TO STUDWORK. REFER TO INTERNAL ELEVATIONS. 

FINISH: CLEAR SATIN (30% GLOSS) COATING. FIRESHEILD INTUMESCENT 

COATING CAN BE APPLIED TO PORTA MOULDING TO PROVIDE A GROUP 1 

SOLUTION, COMPLIANT WITH THE NATIONAL CONSTRUCTION CODE.

ACOUSTIC INSULATION TO WALL CAVITY:  

BRADFORD ACOUSTIGARD INSULATION - MIN. 90MM THICK 20KG/M³ DENSITY 

ACOUSTIC GRADE R2.4 INSULATION OR APPROVED EQUIVALENT. 

WALL EXTENT:

WALL LINING, FRAMING & INSULATION TO EXTEND NOM. 100MM ABOVE 

CEILING LEVEL, OR TO U/S RELEVANT ROOF TRUSS BOTTOM CHORD

INTERNAL WALL:

RECEPTION AREA WALL 

(TIMBER STUD WALL WITH 

ACOUSTIC INSULATION 
AND TIMBER FEATURE 

LINING) 

WT
TSC-90

NOTE: REFER TO INTERNAL ELEVATIONS 

FOR ALL WALL FINISHES (TILES, VINYL OR 

PAINT)
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EXTERNAL WALL:

COMPRESSED FIBRE 

CEMENT SHEET CLADDING

CEMINTEL TERRITORY 

TIMBER LOOK CLADDING 

WITH VERTICAL GROVES

WALL THICKNESS NOMINALLY AS INDICATED / DIMENSIONED 

(MEASURED FROM INTERNAL STUD FACE TO EXTERNAL WALL FACE) 

IN ACCORDANCE WITH AS 4100, AS4600 

REFER TO STRUCTURAL ENGINEERS DRAWINGS & SPECIFICATION

EXTERNAL SIDE:

COMPRESSED FIBRE CEMENT SHEET EXTERNAL WALL CLADDING:

16mm THICK CEMINTEL 'TERRITORY CLADDING'

TERRITORY CLADDING IS A 16MM THICK CEMENT BONDED FIBROUS WOOD

PARTICLE PANEL THAT IS PRESSED WITH SURFACE TEXTURES AND FINISHED

WITH A HIGH QUALITY PAINT AND UV COATING. PANELS ARE 3030MM

IN LENGTH, WITH AN EFFECTIVE COVER WIDTH OF 455MM, AND CONNECT

SEAMLESSLY INTO EACH OTHER VIA A TONGUE AND GROOVE PROFILE. FIX OVER

35mm DEEP HORIZONTAL STEEL TOP HAT SECTIONS AT 600mm CRS MAX WITH 

WATERPROOF GASKET SEALS. 

TOP HATS FIXED TO FACE OF STUD. FLASHINGS AS NECESSARY 

(COLOUR TO MATCH CLADDING) AT WALL CORNER JUNCTIONS, TOP AND BASE OF WALL 

CLADDING, TO ENSURE WATERTIGHT FINISH TO BUILDING ENVELOPE. ALL INSTALLED TO 

MANUFACTURERS SPECIFICATIONS. 

- - - - - -

90 x 45 F5 TIMBER STUDWORK AT MAX 450mm CRS, 

IN ACCORDANCE WITH AS1684 

(FRAME THICKNESS TYPICALLY AS INDICATED ON FLOOR PLAN)

REFER TO STRUCTURAL ENGINEERS DRAWINGS & SPECIFICATION. 

- - - - - -

INTERNAL SIDE:

TO KITCHEN:

1 x 15mm THICK BELLIS FIREMASTER 550 WALL LINING, FIXED IN ACCORDANCE WITH 

MANUFACTURER'S RECOMMENDATIONS.

BELLIS FIREMASTER 550 BOARD HAS BEEN TESTED BY CSIRO TO VALIDATE COMPLIANCE 

WITH APPENDIX C, AS/NZS 5601.1: 2013 GAS INSTALLATIONS.  CSIRO ALSO TESTED THE 

BOARD TO AS/NZS 1530.3:1999 AND IT IS DEEMED NON-COMBUSTIBLE.

TO ALL OTHER AREAS:

1 x 13mm THICK IMPACTCHEK PLASTERBOARD WALL LINING TO 1200MM HIGH ABOVE FLOOR 

WITH 1 x 13mm THICK PLASTERBOARD WALL LINING ABOVE 1200MM TO CEILING LEVEL 

(FLUSH JOINTED), FIXED IN ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS.

INSULATION: BRADFORD GOLD HI-PERFORMANCE WALL BATTS R2.7, 90MM THICK 

OR APPROVED EQUIVALENT, AS PER SECTION J REPORT

SISALATION: BRADFORD ENVIROSEAL WALL WRAP OR APPROVED EQUIVALENT 

TO ENTIRE STUD FACE. MIN R1.0

TOTAL EXTERNAL INSULATION SYSTEM TO ACHIEVE MIN. R2.8

WT
TC-140

(EXTERNAL SIDE)

.3
5.

.9
0.

NOTE: REFER TO INTERNAL ELEVATIONS & 

EXTERNAL ELEVATIONS FOR ALL WALL 

FINISHES (TILES, VINYL OR PAINT)

.1
6.

.1
3.

WT
VP-135

EXTERNAL WALL:

COMPRESSED FIBRE 

CEMENT SHEET CLADDING

VITRAPANEL WITH 

EXPRESSED JOINTS

(EXTERNAL SIDE)

.3
5.

.9
0.

NOTE: REFER TO INTERNAL ELEVATIONS & 

EXTERNAL ELEVATIONS FOR ALL WALL 

FINISHES (TILES, VINYL OR PAINT)

WALL THICKNESS NOMINALLY AS INDICATED / DIMENSIONED 

(MEASURED FROM INTERNAL STUD FACE TO EXTERNAL WALL FACE) 

IN ACCORDANCE WITH AS 4100, AS4600 

REFER TO STRUCTURAL ENGINEERS DRAWINGS & SPECIFICATION

EXTERNAL SIDE:

COMPRESSED FIBRE CEMENT SHEET EXTERNAL WALL CLADDING:

9mm THICK  'VITRAPANEL'

VITRAPANEL IS MANUFACTURED USING AUSTRALIAN COMPRESSED FIBRE CEMENT AND 

PREFINISHED WITH LUMIFLON V700 FLUOROPOLYMER IN OUR FACTORIES IN SYDNEY AND 

BRISBANE. IT IS AVAILABLE IN AN UNLIMITED RANGE OF SOLID COLOURS AND A LARGE 

RANGE OF METALLICS.OTHER FINISHES INCLUDING CUSTOM GRAPHIC PANELS ARE 

AVAILABLE.

VITRAPANEL HAS INHERENT ANTI GRAFFITTI PROPERTIES AND A LOW MAINTENANCE 

REQUIREMENT AND CAN BE USED FOR EXTERNAL OR INTERNAL WALL PANELLING 

SOLUTIONS

VITRAPANEL COMES IN A RANGE OF SIZES AND THICKNESS. THE MOST COMMON 

THICKNESS FOR A FACADE IS 9MM. FIX OVER 35mm DEEP HORIZONTAL STEEL TOP HAT 

SECTIONS AT 600mm CRS MAX WITH EXPRESSED JOINTS & WATERPROOF GASKET SEALS. 

TOP HATS FIXED TO FACE OF STUD. FLASHINGS AS NECESSARY 

(COLOUR TO MATCH CLADDING) AT WALL CORNER JUNCTIONS, TOP AND BASE OF WALL 

CLADDING, TO ENSURE WATERTIGHT FINISH TO BUILDING ENVELOPE. ALL INSTALLED TO 

MANUFACTURERS SPECIFICATIONS. 

- - - - - -

90 x 45 F5 TIMBER STUDWORK AT MAX 450mm CRS, 

IN ACCORDANCE WITH AS1684 

(FRAME THICKNESS TYPICALLY AS INDICATED ON FLOOR PLAN)

REFER TO STRUCTURAL ENGINEERS DRAWINGS & SPECIFICATION. 

- - - - - -

INTERNAL SIDE:

TO ALL AREAS:

1 x 13mm THICK IMPACTCHEK PLASTERBOARD WALL LINING TO 1200MM HIGH ABOVE FLOOR 

WITH 1 x 13mm THICK PLASTERBOARD WALL LINING ABOVE 1200MM TO CEILING LEVEL 

(FLUSH JOINTED), FIXED IN ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS.

INSULATION: BRADFORD GOLD HI-PERFORMANCE WALL BATTS R2.7, 90MM THICK 

OR APPROVED EQUIVALENT, AS PER SECTION J REPORT

SISALATION: BRADFORD ENVIROSEAL WALL WRAP OR APPROVED EQUIVALENT 

TO ENTIRE STUD FACE. MIN R1.0

TOTAL EXTERNAL INSULATION SYSTEM TO ACHIEVE MIN. R2.8

.1
3.

.9
.

.1
3.

.1
3.

.9
0.

.2
1.

EXTERNAL WALL:

COMPRESSED FIBRE 

CEMENT SHEET CLADDING

CEMINTEL TERRITORY 

TIMBER LOOK CLADDING 

WITH VERTICAL GROVES -

ENTRY NIB WALL

WALL THICKNESS NOMINALLY AS INDICATED / DIMENSIONED 

(MEASURED FROM INTERNAL STUD FACE TO EXTERNAL WALL FACE) 

IN ACCORDANCE WITH AS 4100, AS4600 

REFER TO STRUCTURAL ENGINEERS DRAWINGS & SPECIFICATION

EXTERNAL SIDE:

COMPRESSED FIBRE CEMENT SHEET EXTERNAL WALL CLADDING:

16mm THICK CEMINTEL 'TERRITORY CLADDING'

TERRITORY CLADDING IS A 16MM THICK CEMENT BONDED FIBROUS WOOD

PARTICLE PANEL THAT IS PRESSED WITH SURFACE TEXTURES AND FINISHED

WITH A HIGH QUALITY PAINT AND UV COATING. PANELS ARE 3030MM

IN LENGTH, WITH AN EFFECTIVE COVER WIDTH OF 455MM, AND CONNECT

SEAMLESSLY INTO EACH OTHER VIA A TONGUE AND GROOVE PROFILE. FIX OVER

35mm DEEP HORIZONTAL STEEL TOP HAT SECTIONS AT 600mm CRS MAX WITH 

WATERPROOF GASKET SEALS. 

TOP HATS FIXED TO FACE OF STUD. FLASHINGS AS NECESSARY 

(COLOUR TO MATCH CLADDING) AT WALL CORNER JUNCTIONS, TOP AND BASE OF WALL 

CLADDING, TO ENSURE WATERTIGHT FINISH TO BUILDING ENVELOPE. ALL INSTALLED TO 

MANUFACTURERS SPECIFICATIONS. 

- - - - - -

90 x 45 F5 TIMBER STUDWORK AT MAX 450mm CRS, 

IN ACCORDANCE WITH AS1684 

(FRAME THICKNESS TYPICALLY AS INDICATED ON FLOOR PLAN)

REFER TO STRUCTURAL ENGINEERS DRAWINGS & SPECIFICATION. 

- - - - - -

COMPRESSED FIBRE CEMENT SHEET EXTERNAL WALL CLADDING:

16mm THICK CEMINTEL 'TERRITORY CLADDING'

TERRITORY CLADDING IS A 16MM THICK CEMENT BONDED FIBROUS WOOD

PARTICLE PANEL THAT IS PRESSED WITH SURFACE TEXTURES AND FINISHED

WITH A HIGH QUALITY PAINT AND UV COATING. PANELS ARE 3030MM

IN LENGTH, WITH AN EFFECTIVE COVER WIDTH OF 455MM, AND CONNECT

SEAMLESSLY INTO EACH OTHER VIA A TONGUE AND GROOVE PROFILE. FIX OVER

35mm DEEP HORIZONTAL STEEL TOP HAT SECTIONS AT 600mm CRS MAX WITH 

WATERPROOF GASKET SEALS. 

TOP HATS FIXED TO FACE OF STUD. FLASHINGS AS NECESSARY 

(COLOUR TO MATCH CLADDING) AT WALL CORNER JUNCTIONS, TOP AND BASE OF WALL 

CLADDING, TO ENSURE WATERTIGHT FINISH TO BUILDING ENVELOPE. ALL INSTALLED TO 

MANUFACTURERS SPECIFICATIONS. 

INSULATION: N/A

SISALATION: BRADFORD ENVIROSEAL WALL WRAP OR APPROVED EQUIVALENT 

TO ENTIRE STUD FACE. MIN R1.0

TOTAL EXTERNAL INSULATION SYSTEM TO ACHIEVE MIN. N/A

WT
TC-290

(EXTERNAL SIDE)

.3
5.

.9
0.

NOTE: REFER TO INTERNAL ELEVATIONS & 

EXTERNAL ELEVATIONS FOR ALL WALL 

FINISHES (TILES, VINYL OR PAINT)

.1
6.

.1
0..9

0.
.3

5.
.1

6.(EXTERNAL SIDE)

ABSABS

This drawing and all information and design thereon are COPYRIGHT
and will remain the property of Avor Architecture Pty. Ltd. Acceptance of 
same constitutes an agreement that no part Acceptance of same 
constitutes an agreement that no part of  this drawing shall be 
reproduced or communicated to any party other than the first without  
permission of Avor Architecture Pty. Ltd., and is issued on the 
understanding that it will be returned Builders / Contractors shall verify all 
dimensions and levels on site before any work commences. Figured 
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commence prior to the return of inspected shop drawings signed by the 
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PROPOSED SOUTH WEST HEALTH
122 LONSDALE STREET

ACC. BAY
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2 1
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56
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1112
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SHARED BAY

D
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E
CD-602

C
CD-601

F
CD-602
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AL
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EXPOSED EAVES GUTTER

EXPOSED EAVES GUTTER

EXPOSED 

EAVES GUTTER

EXPOSED EAVES GUTTER

2° FALL

B

C

F

G

PROPOSED 

PAVED CARPARK

H

A

51

E

D

BO
X 

G
UT

TE
R

NEW BITUMEN

(CARPARK OVERFLOW)

NEW 10 NO. SPACES 

BITUMEN CARPARK -

TENDER OPTION 1

N
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R
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NEW SEEDED GRASS AREA

NEW SEEDED GRASS AREA

NEW 

SEEDED 

GRASS AREA

36
85

70
15

43
00

49
40

29
30

19
15

36
15

28
40

0

DP 100ØDP 100Ø DP 100Ø DP 100Ø

DP 100Ø DP 100Ø

DP 100Ø

DP 100Ø DP 100Ø DP 100Ø DP 100Ø

6N0. FCM-3030 775MM X 775MM GLASS, VELUX FIXED 

HIGH PERFORMANCE DOUBLE GLAZED ARGON GAS 

FILLED LOW E COATED ROOF LIGHTS. COMPLETE WITH 

FLASHING KITS 

B
CD-601

DP 100Ø DP 100Ø

DP 100ØSUMP

PROPOSED DROP 

OFF CAR SPACES

150MM HALF ROUND COLOURBOND EAVES GUTTER WITH 

CONCEALED GUTTER BRACKETS, REFER TO FINISHES 

SCHEDULE.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

150MM HALF ROUND COLOURBOND EAVES GUTTER 

WITH CONCEALED GUTTER BRACKETS, REFER TO 

FINISHES SCHEDULE.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED 

TO 35MM DEEP STEEL TOP HAT SECTIONS. PROVIDE 

WHITE PAINT FINISH, REFER TO FINISHES SCHEDULE.

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

NEW SEEDED GRASS AREA

NEW SEEDED GRASS AREA
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CB2

CB2

CB2
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CB2

CB2

GT1

GT1

GT1

GT1

CB2

CB2

CB2

PC1

CB2

1385 3415 2010 4235 53502035 38701315

23615

150MM HALF ROUND COLOURBOND EAVES GUTTER WITH 

CONCEALED GUTTER BRACKETS, REFER TO FINISHES 

SCHEDULE.

300MM WIDE X 150MM DEEP MIN. COLORBOND BOX GUTTER 

WITH TRAY GUTTER SUPPORT AND ADJUSTABLE BOX GUTTER 

BRACKETS AT 600MM CRS MAX. FALL GUTTER TO 300 X 300 X 

100MM DEEP COLORBOND SUMPS. REFER TO ROOF PLAN.

COLORBOND 0.48 KLIPLOK TRAY DECK ROOFING FIXED TO 90 X 

45 TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. 

REFER TO FINISHES SCHEDULE.

100MM ⌀ COLORBOND STANDING OVERFLOW POP. STAND 

50MM HIGH AT HIGH END OF GUTTER. DISCHARGE STRAIGHT 

THRU EAVE LINING BELOW TO GROUND.

OFP

1
CD-808

J14
CD-808

-
---

150Ø UPVC STANDING OVERFLOW POPS TO GUTTERS WITH 

CHINAMAN'S HATS COVER, WHERE INDICATED, TYPICALLY 

POSITIONED AT THE HIGH POINT OF THE GUTTER. 

REFER TYPICAL SECTION DETAIL

OFP

GUTTER GUARD / LEAF GUARD AS SELECTED, REFER 

SPECIFICATION & TYPICAL SECTION DETAIL.

TO BE SUITABLE FOR THE GUTTER SIZE.  

MATERIAL TO BE COMPATIBLE WITH THE ROOF SHEETING, 

GUTTERING AND RAINWATER GOODS

TYPE 1: SUITABLE FOR 600 WIDE GUTTER, WITH REMOVABLE 

PANELS FOR ACCESS, NOMINALLY AT EACH DP LOCATION

TYPE 2: SUITABLE FOR 200 HALF ROUND GUTTER

ALL INSULATION MUST COMPLY WITH AS/NZS 4859.1 THE INSULATION 
MUST BE INSTALLED SO THAT IT ABUTS AND OVERLAPS MEMBERS 

REFLECTIVE INSULATION MUST OVERLAP BY MIN 50mm

BULK INSULATION MUST NOT BE COMPRESSED  (EXCEPT OVER 

BATTENS ETC.) AND SHALL OVERLAP THE TOP OF WALLS BY AT LEAST 
50MM 

CHAIN WIRE MESH ROOF TO PLANT ENCLOSURE

ROOF NOTES

NOTE: REFER TO SPECIFICATION & EXTERNAL FINISHES SCHEDULE

REFER STRUCTURAL ENGINEERS DRAWINGS & COMPUTATIONS FOR DETAILS OF ROOF STRUCTURAL DESIGN

THIS DRAWING TO BE READ IN CONJUNCTION WITH MECHANICAL & HYDRAULIC DRAWINGS FOR ROOF PENETRATION LOCATIONS

REFER TO MECHANICAL & HYDRAULIC DRAWINGS FOR DESIGN EXTENT OF ROOF MOUNTED EXHAUST AND VENTILATION FIXTURES

ALL ROOF PENETRATIONS TO BE ADEQUATELY FLASHED AND SEALED TO ENSURE WATERTIGHTNESS, WITH MATERIALS 
COMPATIBLE WITH THE ROOF SHEETING AND ACCESSORIES

PROVIDE ROOF ACCESS SAFETY SYSTEM IN ACCORDANCE WITH THE RELEVANT AUSTRALIAN STANDARD AS.1891-2000 
INDUSTRIAL FALL ARREST SYSTEMS AND DEVICES.

MINIMUM ROOF/CEILING INSULATION REQUIREMENTS

PROPOSED METAL SHEET ROOFING.
MINIMUM R3.5 INSULATION + R1.0 SARKING REQUIRED.

MINIMUM EXTERNAL WALL INSULATION REQUIREMENTS

PROPOSED BRICK WALL/FIBRE CEMENT CLADDING
MINIMUM R2.70 INSULATION + R1.0 SISLATION REQUIRED.

MINIMUM INTERNAL WALL INSULATION REQUIREMENTS

PROPOSED STUD WALL
MINIMUM R2.4 INSULATION REQUIRED.

MINIMUM FLOOR INSULATION REQUIREMENTS

N/A

GLAZING VALUES
ALL GLASS (REFER TO WINDOW AND DOOR SCHEDULES)

NORTH FACADE GLAZING
GLAZING U VALUE: 3.05
GLAZING SHGC: 0.35

EASTERN FACADE GLAZING
GLAZING U VALUE: 3.27
GLAZING SHGC: 0.28

SOUTHERN FACADE GLAZING
GLAZING U VALUE: 2.73
GLAZING SHGC: 0.21

WESTERN FACADE GLAZING
GLAZING U VALUE: 5.37
GLAZING SHGC: 0.55

BK 1 FACE BRICKWORK, REFER TO FINISHES SCHEDULE

BL 1 TIMBER BALUSTRADE, REFER TO FINISHES SCHEDULE

EXTERNAL FINISHES LEGEND

CB 1 COLORBOND CUSTOM ORB ROOFING, REFER TO FINISHES SCHEDULE

CB 2 COLORBOND KLIPLOK ROOFING, REFER TO FINISHES SCHEDULE

CON 1 CONCRETE SEAT, REFER TO FINISHES SCHEDULE

PS 1 140 X 140 TIMBER POST, REFER TO STRUCTURAL ENGINEERS 
DRAWINGS AND FINISHES SCHEDULE

TC 1 CEMINTEL TERRITORY TIMBER LOOK COMPRESSED FIBRE CEMENT 
SHEET CLADDING,  REFER TO FINISHES SCHEDULE

SG 1 ACRYLIC UV RESISTANT SIGNAGE, REFER TO FINISHES SCHEDULE

VP 1 VITRA PANEL CLADDING WITH EXPRESSED JOINTS, PREFINISHED. 
REFER TO FINISHES SCHEDULE

VS 1 VERSILUX EAVE LINING WITH EXPRESSED JOINTS, PAINT FINISH. REFER 
TO FINISHES SCHEDULE

GT 1 COLORBOND 150MM HALF ROUND EAVES GUTTER WITH CONCEALED 
GUTTER BRACKETS, REFER TO FINISHES SCHEDULE

PC 1 POWDERCOATED ALUMINIUM WINDOW FRAMES, REFER TO FINISHES 
SCHEDULE

PC 2 POWDERCOATED ALUMINIUM VERTICAL SLAT FENCING, REFER TO 
FINISHES SCHEDULE

CB 3 COLORBOND FLASHINGS/CAPPINGS, REFER TO FINISHES SCHEDULE
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TYPICAL COVE DETAIL

VINYL COVE TO VINYL WALL FINISH
SCALE 1:20

TYPICAL COVE DETAIL

VINYL COVE TO TILE WALL FINISH
SCALE 1:20

TYPICAL FLOOR DETAIL

CARPET TO VINYL
SCALE 1:20

6MM ALUMINIUM ANGLE
BETWEEN FLOORING
JUNCTION. REFER TO
SPECIFICATION

CARPET AS SPECIFIED
VINYL FLOOR AS SPECIFIED

CONCRETE SLAB

ARDIT OR LEVELING COMPOUND
UNDER VINYL TO LIFT LEVEL OF
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CEILING HATCH LEGEND

-PROVIDE ACOUSTIC INSULATION 
BACKING WHERE SPECIFIED IN 

WALL TYPE SCHEDULE.

-REFER TO SPECIFICATION & 
INTERNAL FINISHES SCHEDULE 

ALL CORNICES TO BE SQUARE SET 

UNLESS NOTED OTHERWISE

CEILING NOTES:

9mm JAMES HARDIE VERSILUX CEILING / SOFFIT LINING, 

1200 WIDE SHEETS, EXPRESSED JOINTED FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS AT 600mm CENTRES MAX 

(100MM MAX FOR FIRST BATTEN). PROVIDE PAINT FINISH 

AS SPECIFIED - REFER FINISHES SCHEDULE.

INSULATION: N/A

VS

13MM GYPROCK WR PLASTERBOARD CEILING LINING, FLUSH 

JOINTED, FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS AT 

600MM CRS MAX, FIXED TO UNDERSIDE OF TRUSS FRAMES. 

PROVIDE PAINT FINISH AS SPECIFIED - REFER FINISHES 

SCHEDULE.

SQUARE SET WALL / CEILING JUNCTIONS.

INSULATION: BRAFORD ACOUSTIGUARD 165MM THICK, R3.5 

CEILING BATTS. LAY OVER CEILING BATTENS, REFER TO 

SECTIONS.

WRPB

PB

13MM PLASTERBOARD CEILING LINING, FLUSH JOINTED, FIXED TO 

SUSPENDED SCREW UP PLASTERBOARD CEILING SYSTEM, 

PROVIDE PAINT FINISH AS SPECIFIED - REFER FINISHES 

SCHEDULE.

SQUARE SET WALL / CEILING JUNCTIONS.

INSULATION: BRAFORD ACOUSTIGUARD 165MM THICK, R3.5 

CEILING BATTS. LAY OVER CEILING SUSPENDED SYSTEM, REFER 

TO SECTIONS.

13MM PLASTERBOARD CEILING LINING, FLUSH JOINTED, FIXED TO 

35MM DEEP STEEL TOP HAT SECTIONS AT 600MM CRS MAX, 

FIXED TO UNDERSIDE OF TRUSS FRAMES. PROVIDE PAINT FINISH 

AS SPECIFIED - REFER FINISHES SCHEDULE.

SQUARE SET WALL / CEILING JUNCTIONS.

INSULATION: BRAFORD ACOUSTIGUARD 165MM THICK, R3.5 

CEILING BATTS. LAY OVER CEILING BATTENS, REFER TO 

SECTIONS.

SPB

SCT

16MM THICK CEMINTEL TERRITORY TIMBER LOOK 

COMPRESSED FIBRE CEMENT SHEET EAVES LINING  FIXED 

TO 35MM DEEP STEEL TOP HAT SECTIONS AT 600MM CRS, 

REFER TO FINISHES SCHEDULE. INSTALL STRICTLY TO 

MANUFACTURERS SPECIFICATIONS

INSULATION: N/A

TC

13MM PLASTERBOARD CEILING LINING, FLUSH JOINTED, FIXED TO 

SUSPENDED SCREW UP PLASTERBOARD CEILING SYSTEM, 

PROVIDE PAINT FINISH AS SPECIFIED - REFER FINISHES 

SCHEDULE.

SQUARE SET WALL / CEILING JUNCTIONS.

INSULATION: BRAFORD ACOUSTIGUARD 165MM THICK, R3.5 

CEILING BATTS. LAY OVER CEILING SUSPENDED SYSTEM, REFER 

TO SECTIONS.
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FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS, REFER TO 

FINISHES SCHEDULE.

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

16MM THICK CEMINTEL TERRITORY TIMBER LOOK COMPRESSED 

FIBRE CEMENT SHEET CLADDING  FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS HORIZONTALLY, REFER TO 

FINISHES SCHEDULE. INSTALL STRICTLY TO MANUFACTURERS 

SPECIFICATIONS
COLORBOND CAPPING/FLASHING AS SPECIFIED, REFER TO 

FINISHES SCHEDULE

NEW TIMBER PALING FENCE, REFER TO FLOOR PLAN.

2400 HIGH X 65 X 16 X 1.2 ALUMINIUM BLADES AT 100MM CRS MAX. 

WITH 100 X 100 X 2400MM HIGH FLANGED ALUMINIUM POSTS AT 

1500MM CRS MAX. WITH 40 X 40 X 1.5 ALUMINIUM CROSS RAILS BY 

MACEDON FENCING WITH BLACK POWDERCOAT FINISH.PROVIDE 

BY MACEDON FENCING PROVIDE BLACK POWDERCOAT FINISH.

BRICK VENEER CONSTRUCTION, FACE BRICKWORK, REFER TO 

FINISHES SCHEDULE. 

190MM THICK REINFORCED CONCRETE BLOCKWORK RETAINING 

WALL.

COLORBOND Z FLASHING TO TOP OF BRICKWORK, REFER TO 

FINISHES SCHEDULE

9MM VITRA PANEL CLADDING WITH EXPRESSED 

JOINTS FIXED TO 35MM DEEP STEEL TOP HAT 

SECTIONS, REFER TO FINISHES SCHEDULE.

COLORBOND CAPPING/FLASHING AS SPECIFIED, REFER TO 

FINISHES SCHEDULE

BRICK VENEER CONSTRUCTION, FACE BRICKWORK, REFER TO 

FINISHES SCHEDULE. 

9MM VITRA PANEL CLADDED FASCIAS WITH EXPRESSED JOINTS 

FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS, REFER TO 

FINISHES SCHEDULE.

140 X 140 TIMBER POST, REFER TO STRUCTURAL ENGINEERS 

DRAWINGS AND FINISHES SCHEDULE

60 X 30 VERTICAL BATTEN BALUSTRADE AT 100MM CRS MAX 

COMPLETE WITH 45 X 25 FIXING BATTENS FIXED TO 50 X 50 

STEEL SHS SUPPORT RAILS BY SCULPTFORM.

50 X 50 GALVANISED STEEL SHS BALUSTRADE STAUNCHIONS 

FIXED TO CONRETE PAVING AT 1200MM CRS MAX WITH 45 X 25 

SHS HORIZONTAL SUPPORT RAILS PROVIDE PAINT FINISH. 

LOUVRETEC 180 X 17 WEATHERBOARD RECTANGULAR 

ALUMINIUM FIXED LOUVRES TIMBER LOOK FINISH 

EOODGRAIN - EUROCOTE) REFER TO FINISHES 

SCHEDULE. FIX LOUVRES TO LOUVRETEC BRACKET 

FIXING SYSTEM. FIX BRACKET SYSTEM TO 50 X 50 STEEL 

SHS DROPPERS

100MM DIA UPVC DOWNPIPES WITH PAINT FINISH. PROVIDE ALL 

STAND OFF BRACKETS TO MATCH COLOUR OF DP. REFER TO 

FINISHES SCHEDULE.
DRP DRP

DASHED LINES INDICATE PROPOSED BUILDING IN BACKGROUND 

DUE TO SITE CUT.

ALUMINIUM FRAMED POWDERCOATED WINDOW FRAMES, 

REFER TO FINISHES SCHEDULE.

NEW CONCRETE PATH, REFER TO FLOOR PLAN.

ILLUMINATED SIGNAGE AS SPECIFIED.

ILLUMINATED SIGNAGE AS SPECIFIED.
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16MM THICK CEMINTEL TERRITORY TIMBER LOOK COMPRESSED 

FIBRE CEMENT SHEET CLADDING  FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS HORIZONTALLY, REFER TO 

FINISHES SCHEDULE. INSTALL STRICTLY TO MANUFACTURERS 

SPECIFICATIONS

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER TO 

FINISHES SCHEDULE.

BRICK VENEER CONSTRUCTION, FACE BRICKWORK, REFER TO 

FINISHES SCHEDULE. 

100MM DIA UPVC DOWNPIPES WITH PAINT FINISH. PROVIDE ALL 

STAND OFF BRACKETS TO MATCH COLOUR OF DP. REFER TO 

FINISHES SCHEDULE.

190MM THICK REINFORCED CONCRETE BLOCKWORK RETAINING 

WALL.

1800 HIGH X 65 X 16 X 1.2 ALUMINIUM BLADES AT 100MM CRS MAX. WITH 

100 X 100 X 2400MM HIGH FLANGED ALUMINIUM POSTS AT 1500MM CRS 

MAX. WITH 40 X 40 X 1.5 ALUMINIUM CROSS RAILS BY MACEDON FENCING 

WITH BLACK POWDERCOAT FINISH.PROVIDE BY MACEDON FENCING 

PROVIDE BLACK POWDERCOAT FINISH.

BRICK VENEER CONSTRUCTION, FACE BRICKWORK, REFER TO FINISHES 

SCHEDULE. 

9MM VITRA PANEL CLADDED FASCIAS WITH EXPRESSED JOINTS FIXED 

TO 35MM DEEP STEEL TOP HAT SECTIONS, REFER TO FINISHES 

SCHEDULE.

COLORBOND CAPPING/FLASHING AS SPECIFIED, REFER TO FINISHES 

SCHEDULE

ALUMINIUM FRAMED POWDERCOATED WINDOW FRAMES, REFER TO 

FINISHES SCHEDULE.

190MM THICK REINFORCED CONCRETE BLOCKWORK RETAINING 

WALL.

NEW TIMBER PALING FENCE REFER TO FLOOR PLAN.

9MM VITRA PANEL CLADDED FASCIAS WITH EXPRESSED JOINTS FIXED 

TO 35MM DEEP STEEL TOP HAT SECTIONS, REFER TO FINISHES 

SCHEDULE.

BRICK VENEER CONSTRUCTION, FACE BRICKWORK, REFER 

TO FINISHES SCHEDULE. 

RED DASHED LINE INDICATES NATURAL GROUND LINE TO BE 

EXCAVATED

9MM VITRA PANEL CLADDING WITH EXPRESSED JOINTS 

FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS, REFER TO 

FINISHES SCHEDULE.

ALUMINIUM FRAMED POWDERCOATED WINDOW FRAMES, 

REFER TO FINISHES SCHEDULE.

6N0. FCM-3030 775MM X 775MM GLASS, 

VELUX FIXED HIGH PERFORMANCE DOUBLE 

GLAZED ARGON GAS FILLED LOW E COATED 

ROOF LIGHTS. COMPLETE WITH FLASHING 

KITS 
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1800 HIGH X 65 X 16 X 1.2 ALUMINIUM BLADES AT 100MM CRS MAX. WITH 

100 X 100 X 2400MM HIGH FLANGED ALUMINIUM POSTS AT 1500MM CRS 

MAX. WITH 40 X 40 X 1.5 ALUMINIUM CROSS RAILS BY MACEDON 

FENCING WITH BLACK POWDERCOAT FINISH.PROVIDE BY MACEDON 

FENCING PROVIDE BLACK POWDERCOAT FINISH.

FIX FENCING TO TOP OF 190MM THICK REINFORCED CONRETE 

BLOCK RETAINING WALL.

9MM VITRA PANEL CLADDED FASCIAS WITH EXPRESSED JOINTS 

FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS, REFER TO 

FINISHES SCHEDULE.

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

16MM THICK CEMINTEL TERRITORY TIMBER LOOK COMPRESSED 

FIBRE CEMENT SHEET CLADDING  FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS HORIZONTALLY, REFER TO 

FINISHES SCHEDULE. INSTALL STRICTLY TO MANUFACTURERS 

SPECIFICATIONS

BRICK VENEER CONSTRUCTION, FACE BRICKWORK, REFER TO 

FINISHES SCHEDULE. 

100MM DIA UPVC DOWNPIPES WITH PAINT FINISH. PROVIDE ALL 

STAND OFF BRACKETS TO MATCH COLOUR OF DP. REFER TO 

FINISHES SCHEDULE.

140 X 140 TIMBER POST, REFER TO STRUCTURAL ENGINEERS 

DRAWINGS AND FINISHES SCHEDULE

60 X 30 VERTICAL BATTEN BALUSTRADE AT 100MM CRS MAX 

COMPLETE WITH 45 X 25 FIXING BATTENS FIXED TO 50 X 50 

STEEL SHS SUPPORT RAILS BY SCULPTFORM.

50 X 50 GALVANISED STEEL SHS BALUSTRADE STAUNCHIONS 

FIXED TO CONRETE PAVING AT 1200MM CRS MAX WITH 45 X 25 

SHS HORIZONTAL SUPPORT RAILS PROVIDE PAINT FINISH. 

6N0. FCM-3030 775MM X 775MM GLASS, VELUX FIXED HIGH 

PERFORMANCE DOUBLE GLAZED ARGON GAS FILLED LOW E 

COATED ROOF LIGHTS. COMPLETE WITH FLASHING KITS 

9MM VITRA PANEL CLADDING WITH EXPRESSED JOINTS 

FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS, REFER TO 

FINISHES SCHEDULE.

ALUMINIUM FRAMED POWDERCOATED WINDOW FRAMES, 

REFER TO FINISHES SCHEDULE.

GT1 GT1

BRICK VENEER CONSTRUCTION, FACE BRICKWORK, REFER TO 

FINISHES SCHEDULE. 

COLORBOND CAPPING/FLASHING AS SPECIFIED, REFER TO 

FINISHES SCHEDULE

BK 1 FACE BRICKWORK, REFER TO FINISHES SCHEDULE

BL 1 TIMBER BALUSTRADE, REFER TO FINISHES SCHEDULE

EXTERNAL FINISHES LEGEND

CB 1 COLORBOND CUSTOM ORB ROOFING, REFER TO FINISHES SCHEDULE

CB 2 COLORBOND KLIPLOK ROOFING, REFER TO FINISHES SCHEDULE

CON 1 CONCRETE SEAT, REFER TO FINISHES SCHEDULE

PS 1 140 X 140 TIMBER POST, REFER TO STRUCTURAL ENGINEERS 
DRAWINGS AND FINISHES SCHEDULE

TC 1 CEMINTEL TERRITORY TIMBER LOOK COMPRESSED FIBRE CEMENT 
SHEET CLADDING,  REFER TO FINISHES SCHEDULE

SG 1 ACRYLIC UV RESISTANT SIGNAGE, REFER TO FINISHES SCHEDULE

VP 1 VITRA PANEL CLADDING WITH EXPRESSED JOINTS, PREFINISHED. 
REFER TO FINISHES SCHEDULE

VS 1 VERSILUX EAVE LINING WITH EXPRESSED JOINTS, PAINT FINISH. REFER 
TO FINISHES SCHEDULE

GT 1 COLORBOND 150MM HALF ROUND EAVES GUTTER WITH CONCEALED 
GUTTER BRACKETS, REFER TO FINISHES SCHEDULE

PC 1 POWDERCOATED ALUMINIUM WINDOW FRAMES, REFER TO FINISHES 
SCHEDULE

PC 2 POWDERCOATED ALUMINIUM VERTICAL SLAT FENCING, REFER TO 
FINISHES SCHEDULE

CB 3 COLORBOND FLASHINGS/CAPPINGS, REFER TO FINISHES SCHEDULE

ABSABS

This drawing and all information and design thereon are COPYRIGHT
and will remain the property of Avor Architecture Pty. Ltd. Acceptance of 
same constitutes an agreement that no part Acceptance of same 
constitutes an agreement that no part of  this drawing shall be 
reproduced or communicated to any party other than the first without  
permission of Avor Architecture Pty. Ltd., and is issued on the 
understanding that it will be returned Builders / Contractors shall verify all 
dimensions and levels on site before any work commences. Figured 
dimensions take precedence over scaled work. All shop drawings shall 
be submitted to the Architect/Consultant and manufacture shall not 
commence prior to the return of inspected shop drawings signed by the 
Architect/Consultant. to Avor Architecture upon request. DRAWINGS. 
WRITTEN DIMENSIONS ONLY TO BE USED.

PRELIMINARY

OM

Project

Project address

Title

Designed byDrawn by

Checked by Project No.

Scale Date started

Drawing No. Revision No.

AVOR ARCHITECTURE PTY. LTD.

P.O. BOX 6420
MELBOURNE
VICTORIA 3004 

w: www.avor.com.au
e: contact@avor.com.au 
p: 0408 366 358
ABN: 48 621 788 403

As indicated @ A1

PROPOSED ELEVATIONS

CD-501

AV0068

SOUTH WEST HEALTH

122 LONSDALE ST,
HAMILTON, VIC 3300

APRIL 2022
1 : 100

CD-PROPOSED EAST ELEVATION1

1 : 100

CD-PROPOSED NORTH ELEVATION2

1 : 100

CD-PROPOSED SOUTH ELEVATION3

1 : 100

CD-PROPOSED WEST ELEVATION4

ABBREVIATION LEGEND

AW AWNING WINDOW

DP 100Ø 100mm DIAMETER DOWNPIPE

DRP STEEL SHS DROPPER FOR LOUVRE FIXING PROVIDE END PLATE AT
BOTTOM TO SEAL

EJ EXPRESSED JOINT 10mm WIDE

FG FIXED GLAZING

GUT GUTTER

LV LOUVRES

POST NEW SUPPORT POST

SKY SKYLIGHT

Rev. Date Description

Council Meeting 08 November 2023 Attachments - Agenda

Page 127 of 221



TOP OF CONC SLAB190.86 TOP OF CONC SLAB 190.86

D
CD-602

TOP OF TOP PLATE 2750 193.61TOP OF TOP PLATE 2750193.61

E
CD-602

F
CD-602

RECEPTION PLAY ROOM
OBSERVATION

ROOM
OFFICE 1GENERAL

WAITING

CONFERENCE

B C F G HA ED

D1
CD-603

D2
CD-603

STEEL BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS.

BRICK VENEER CONSTRUCTION, BRICKS AND MORTAR AS 

SPECIFIED.

190MM THICK REINFORCED 

CONCRETE RETAINING WALL.

150MM HALF ROUND COLOURBOND EAVES GUTTER WITH 

CONCEALED GUTTER BRACKETS, REFER TO FINISHES 

SCHEDULE.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

STUDWORK THROUGHT AT 450MM CRS 

MAX. 

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

WATERPROOF MEMBRANE, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

REINFORCED CONCRETE SLAB, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

150MM HALF ROUND COLOURBOND EAVES GUTTER WITH 

CONCEALED GUTTER BRACKETS, REFER TO FINISHES 

SCHEDULE.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 

35MM DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE 

PAINT FINISH, REFER TO FINISHES SCHEDULE.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

BULKHEAD OVERBULKHEAD OVER
ALUMINIUM FRAMED WINDOWS WITH POWDERCOAT FINISH AS 

SPECIFIED. 

ALUMINIUM FRAMED WINDOWS WITH POWDERCOAT FINISH AS 

SPECIFIED. 

VITRA PANEL CLADDED PARAPET WITH EXPRESSED JOINTS 

FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS. PROVIDE 

WHITE PAINT FINISH, REFER TO FINISHES SCHEDULE..

BRICK VENEER CONSTRUCTION, BRICKS AND MORTAR AS 

SPECIFIED.

STEEL BEAM, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

VITRA PANEL CLADDED PART WALL WITH 

EXPRESSED JOINTS FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS. PROVIDE WHITE PAINT FINISH, 

REFER TO FINISHES SCHEDULE.
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TIMBER BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS.

BRICK VENEER CONSTRUCTION, BRICKS AND MORTAR AS 

SPECIFIED.

150MM HALF ROUND COLOURBOND EAVES GUTTER WITH 

CONCEALED GUTTER BRACKETS, REFER TO FINISHES 

SCHEDULE.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

STUDWORK THROUGHT AT 450MM CRS 

MAX. 

WATERPROOF MEMBRANE, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

REINFORCED CONCRETE SLAB, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.150MM HALF ROUND COLOURBOND EAVES GUTTER WITH 

CONCEALED GUTTER BRACKETS, REFER TO FINISHES 

SCHEDULE.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 

35MM DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE 

PAINT FINISH, REFER TO FINISHES SCHEDULE.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

ALUMINIUM FRAMED WINDOWS WITH POWDERCOAT FINISH AS 

SPECIFIED. ALUMINIUM FRAMED WINDOWS WITH POWDERCOAT FINISH AS 

SPECIFIED. 

VITRA PANEL CLADDED PARAPET WITH EXPRESSED JOINTS 

FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS. PROVIDE 

WHITE PAINT FINISH, REFER TO FINISHES SCHEDULE..

VITRA PANEL CLADDED PART WALL WITH EXPRESSED JOINTS 

FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS. PROVIDE 

WHITE PAINT FINISH, REFER TO FINISHES SCHEDULE.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS 

FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS. 

PROVIDE WHITE PAINT FINISH, REFER TO FINISHES 

SCHEDULE.

REINFORCED CONCRETE TIERED SEATING, REFER TO 

STRUCTURAL ENGINEERS DRAWINGS.
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TIMBER BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS.

BRICK VENEER CONSTRUCTION, BRICKS AND MORTAR AS 

SPECIFIED.

150MM HALF ROUND COLOURBOND EAVES GUTTER WITH 

CONCEALED GUTTER BRACKETS, REFER TO FINISHES 

SCHEDULE.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

STUDWORK THROUGHT AT 450MM CRS 

MAX. 

WATERPROOF MEMBRANE, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

REINFORCED CONCRETE SLAB, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.150MM HALF ROUND COLOURBOND EAVES GUTTER WITH 

CONCEALED GUTTER BRACKETS, REFER TO FINISHES 

SCHEDULE.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 

35MM DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE 

PAINT FINISH, REFER TO FINISHES SCHEDULE.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

ALUMINIUM FRAMED WINDOWS WITH POWDERCOAT FINISH AS 

SPECIFIED. 

ALUMINIUM FRAMED WINDOWS WITH POWDERCOAT FINISH AS 

SPECIFIED. 

VITRA PANEL CLADDED PARAPET WITH EXPRESSED JOINTS 

FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS. PROVIDE 

WHITE PAINT FINISH, REFER TO FINISHES SCHEDULE..

VITRA PANEL CLADDED PART WALL WITH EXPRESSED JOINTS 

FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS. PROVIDE 

WHITE PAINT FINISH, REFER TO FINISHES SCHEDULE.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS 

FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS. 

PROVIDE WHITE PAINT FINISH, REFER TO FINISHES 

SCHEDULE.

REINFORCED CONCRETE TIERED SEATING, REFER TO 

STRUCTURAL ENGINEERS DRAWINGS.

-
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REINFORCED CONCRETE PAVING, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

STUDWORK THROUGHT AT 450MM CRS MAX. 

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

ALUMINIUM FRAMED WINDOWS WITH 

POWDERCOAT FINISH AS SPECIFIED. 

COLORBOND CAPPING/FLASHING AS 

SPECIFIED, REFER TO FINISHES SCHEDULE.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

9MM VERSILUX SOFFIT LINING, PROVIDE EXPRESSED JOINTS 

AS SHOWN, FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS AT 

600MM CRS MAX. FIX TOP HATS TO UNDERSIDE OF TRUSS 

FRAMES. PROVIDE PAINT FINISH AS SPECIFIED - REFER 

FINISHES SCHEDULE.

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO 

STRUCTURAL ENGINEERS DRAWINGS.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

REINFORCED CONCRETE SLAB, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

STEEL BEAM, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

9MM VERSILUX SOFFIT LINING, PROVIDE EXPRESSED JOINTS 

AS SHOWN, FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS AT 

600MM CRS MAX. FIX TOP HATS TO UNDERSIDE OF CEILING 

JOISTS.. PROVIDE PAINT FINISH AS SPECIFIED - REFER 

FINISHES SCHEDULE.

16MM THICK CEMINTEL TERRITORY TIMBER LOOK 

COMPRESSED FIBRE CEMENT SHEET CLADDING  FIXED TO 

35MM DEEP STEEL TOP HAT SECTIONS AT 600MM CRS 

HORIZONTALLY, REFER TO FINISHES SCHEDULE. INSTALL 

STRICTLY TO MANUFACTURERS SPECIFICATIONS

STEEL BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS.

STEEL BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS.

COLORBOND CAPPING/FLASHING AS SPECIFIED, REFER TO 

FINISHES SCHEDULE.
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REINFORCED CONCRETE PAVING, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

STUDWORK THROUGHT AT 450MM CRS MAX. 

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

ALUMINIUM FRAMED WINDOWS WITH 

POWDERCOAT FINISH AS SPECIFIED. 
COLORBOND 0.48 KLIPLOK TRAY DECK ROOFING FIXED TO 90 X 

45 TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. 

REFER TO FINISHES SCHEDULE.

COLORBOND CAPPING/FLASHING AS SPECIFIED, REFER TO 

FINISHES SCHEDULE.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

9MM VERSILUX SOFFIT LINING, PROVIDE EXPRESSED JOINTS 

AS SHOWN, FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS AT 

600MM CRS MAX. FIX TOP HATS TO UNDERSIDE OF TRUSS 

FRAMES. PROVIDE PAINT FINISH AS SPECIFIED - REFER 

FINISHES SCHEDULE.

SUSPENDED SCREW UP CEILING SYSTEM WITH FLUSH JOINTED 

CEILING LINING, PROVIDE PAINT FINISH. REFER TO REFLECTED 

CEILING PLANS.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

TIMBER BEAM, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

9MM VERSILUX SOFFIT LINING, PROVIDE EXPRESSED JOINTS 

AS SHOWN, FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS AT 

600MM CRS MAX. FIX TOP HATS TO UNDERSIDE OF TRUSS 

FRAMES. PROVIDE PAINT FINISH AS SPECIFIED - REFER 

FINISHES SCHEDULE.

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

300MM WIDE X 150MM DEEP MIN. COLORBOND BOX GUTTER 

WITH TRAY GUTTER SUPPORT AND ADJUSTABLE BOX GUTTER 

BRACKETS AT 600MM CRS MAX. FALL GUTTER TO 300 X 300 X 

100MM DEEP COLORBOND SUMPS. REFER TO ROOF PLAN.

9MM VERSILUX SOFFIT LINING, PROVIDE EXPRESSED JOINTS 

AS SHOWN, FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS AT 

600MM CRS MAX. FIX TOP HATS TO UNDERSIDE OF TRUSS 

FRAMES. PROVIDE PAINT FINISH AS SPECIFIED - REFER 

FINISHES SCHEDULE.

16MM THICK CEMINTEL TERRITORY TIMBER LOOK 

COMPRESSED FIBRE CEMENT SHEET CLADDING  FIXED TO 

35MM DEEP STEEL TOP HAT SECTIONS AT 600MM CRS 

HORIZONTALLY, REFER TO FINISHES SCHEDULE. INSTALL 

STRICTLY TO MANUFACTURERS SPECIFICATIONS

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.
TIMBER BEAM, REFER TO STRUCTURAL ENGINEERS 

DRAWINGS.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO 

STRUCTURAL ENGINEERS DRAWINGS.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

STEEL BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS.

REINFORCED CONCRETE SLAB, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

190MM THICK REINFORCED CONCRETE BLOCKWORK RETAINING 

WALL.

STEEL BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS.
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REINFORCED CONCRETE PAVING, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

STUDWORK THROUGHT AT 450MM CRS MAX. 

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

ALUMINIUM FRAMED WINDOWS WITH 

POWDERCOAT FINISH AS SPECIFIED. 

COLORBOND CAPPING/FLASHING AS SPECIFIED, REFER TO 

FINISHES SCHEDULE.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

9MM VERSILUX SOFFIT LINING, PROVIDE EXPRESSED JOINTS 

AS SHOWN, FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS AT 

600MM CRS MAX. FIX TOP HATS TO UNDERSIDE OF CEILING 

JOISTS.. PROVIDE PAINT FINISH AS SPECIFIED - REFER 

FINISHES SCHEDULE.

SUSPENDED SCREW UP CEILING SYSTEM WITH FLUSH 

JOINTED CEILING LINING, PROVIDE PAINT FINISH. REFER TO 

REFLECTED CEILING PLANS.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

TIMBER BEAM, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

9MM VERSILUX SOFFIT LINING, PROVIDE EXPRESSED JOINTS 

AS SHOWN, FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS AT 

600MM CRS MAX. FIX TOP HATS TO UNDERSIDE OF TRUSS 

FRAMES. PROVIDE PAINT FINISH AS SPECIFIED - REFER 

FINISHES SCHEDULE.

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

16MM THICK CEMINTEL TERRITORY TIMBER LOOK 

COMPRESSED FIBRE CEMENT SHEET CLADDING  FIXED TO 

35MM DEEP STEEL TOP HAT SECTIONS AT 600MM CRS 

HORIZONTALLY, REFER TO FINISHES SCHEDULE. INSTALL 

STRICTLY TO MANUFACTURERS SPECIFICATIONS

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

TIMBER BEAM, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO 

STRUCTURAL ENGINEERS DRAWINGS.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

STEEL BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS.

REINFORCED CONCRETE SLAB, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

190MM THICK REINFORCED CONCRETE BLOCKWORK RETAINING 

WALL.

STEEL BEAM, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

STEEL BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS.
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STEEL BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS.

BRICK VENEER CONSTRUCTION, BRICKS AND MORTAR AS 

SPECIFIED.

190MM THICK REINFORCED CONCRETE RETAINING WALL.

150MM HALF ROUND COLOURBOND EAVES GUTTER WITH 

CONCEALED GUTTER BRACKETS, REFER TO FINISHES 

SCHEDULE.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

REINFORCED CONCRETE PAVING, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

REINFORCED CONCRETE STRIP FOOTING TO RETAINING WALL,, 

REFER TO STRUCTURAL DRAWINGS.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

STUDWORK THROUGHT AT 450MM CRS MAX. 

BRICK WALL TIES AT 600MM CRS MAX VERTICALLY AND 

HORIZONTALLY AS SPECIFIED.

TRENCH GRATE TO CONCRETE PAVING, REFER TO CIVIL 

DRAWINGS.

INSULATION BETWEEN STUDS AS SPECIFIED.

WEEP HOLES EVERY FOURTH PERPEND WITH CONTINUOUS 

CAVITY FLASHING

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

STUDWORK THROUGHT AT 450MM CRS MAX. 

PACK OUT STUD FRAMING FOR FASCIA OFF STUD WALL FRAME

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

STEEL BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

ROOF SARKING TO ENTIRE ROOF AS SPECIFIED.

STEEL COLUMN BEYOND SHOWN DASHED, REFER TO 

STRUCTURAL ENGINEERS DRAWINGS.

STEEL COLUMN BEYOND SHOWN DASHED, REFER TO 

STRUCTURAL ENGINEERS DRAWINGS.

BULKHEAD BEYOND, REFER TO REFLECTED CEILING PLAN.

STEEL COLUMN BEYOND SHOWN DASHED, REFER TO 

STRUCTURAL ENGINEERS DRAWINGS.

REINFORCED CONCRETE SLAB, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS. WATERPROOF MEMBRANE, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

REINFORCED CONCRETE SLAB, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

COLORBOND Z FLASHING/CAPPING TO BRICKWORK AS 

SPECIFIED.

INSULATION BETWEEN ALL ROOF TRUSS FRAMES AS 

SPECIFIED.

WATERPROOFING TO BACK OF RETAINING WALL, REFER TO 

STRUCTURAL ENGINEERS DRAWINGS.
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STEEL BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

STEEL COLUMN BEYOND SHOWN DASHED, REFER TO 

STRUCTURAL ENGINEERS DRAWINGS.

BULKHEAD BEYOND, REFER TO REFLECTED CEILING PLAN.

WATERPROOF MEMBRANE, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

STUDWORK THROUGHT AT 450MM CRS MAX. 

STUDWORK THROUGHT AT 450MM CRS MAX. 

INSULATION BETWEEN STUDS AS SPECIFIED.

STEEL COLUMN BEYOND SHOWN DASHED, REFER TO 

STRUCTURAL ENGINEERS DRAWINGS.

REINFORCED CONCRETE SLAB, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.
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TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

ROOF SARKING TO ENTIRE ROOF AS SPECIFIED.

INSULATION BETWEEN ALL ROOF TRUSS FRAMES AS 

SPECIFIED.

COLORBOND CAPPING/FLASHING AS SPECIFIED, REFER TO 

FINISHES SCHEDULE.

COLORBOND FLASHING AS SPECIFIED, REFER TO FINISHES 

SCHEDULE.

STEEL BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS.

STEEL COLUMN BEYOND SHOWN DASHED, REFER TO 

STRUCTURAL ENGINEERS DRAWINGS.

STUDWORK THROUGHT AT 450MM CRS MAX. 

INULATION OVER CEILING AS SPECIFIED.
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dimensions and levels on site before any work commences. Figured 
dimensions take precedence over scaled work. All shop drawings shall 
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TOP OF CONC SLAB190.86
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STAFF LOUNGE

REINFORCED CONCRETE PAVING, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.
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150MM HALF ROUND COLOURBOND EAVES GUTTER WITH 

CONCEALED GUTTER BRACKETS, REFER TO FINISHES 

SCHEDULE.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

BRICK WALL TIES AT 600MM CRS MAX VERTICALLY AND 

HORIZONTALLY AS SPECIFIED.

STUDWORK THROUGHT AT 450MM CRS MAX. 

COLORBOND Z FLASHING/CAPPING TO BRICKWORK AS 

SPECIFIED.

BRICK VENEER CONSTRUCTION, BRICKS AND MORTAR AS 

SPECIFIED.

STUDWORK THROUGHT AT 450MM CRS MAX. 

INSULATION BETWEEN STUDS AS SPECIFIED.

REINFORCED CONCRETE SLAB, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

WATERPROOF MEMBRANE, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

ROOF SARKING TO ENTIRE ROOF AS SPECIFIED.

FIX WALL LINING TO FACE OF TRUSS/BULKHEAD, REFER TO 

REFLECTED CEILING PLAN.

INSULATION BETWEEN ALL ROOF TRUSS FRAMES AS 

SPECIFIED.
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UPVC DOWNPIPES WITH PAINT FINISH, ALLOW FOR ALL STAND 

OFF AND WALL BRACKETS. REFER TO ROOF PLAN.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.
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ALUMINIUM FRAMED WINDOWS WITH POWDERCOAT FINISH AS 

SPECIFIED. 

WEEP HOLES EVERY FOURTH PERPEND WITH CONTINUOUS 

CAVITY FLASHING
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TIMBER BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS

9MM VERSILUX CEILING / SOFFIT LINING, PROVIDE EXPRESSED 

JOINTS AS SHOWN, FIXED TO 35MM DEEP STEEL TOP HAT 

SECTIONS AT 600MM CRS MAX. FIX TOP HATS TO UNDERSIDE 

OF TRUSS FRAMES. PROVIDE PAINT FINISH AS SPECIFIED -

REFER FINISHES SCHEDULE.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

SKYLIGHT BEYOND, REFER TO ROOF PLAN.

SKYLIGHT BEYOND, REFER TO ROOF PLAN.

STUD FRAMED DESK PARTITION WALLS. PROVIDE FLUSH 

JOINTED LINING REFER TO WALL TYPE SCHEDULE.
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REINFORCED CONCRETE PAVING, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

150MM HALF ROUND COLOURBOND EAVES GUTTER WITH 

CONCEALED GUTTER BRACKETS, REFER TO FINISHES 

SCHEDULE.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

BRICK VENEER CONSTRUCTION, BRICKS AND MORTAR AS 

SPECIFIED.

INSULATION BETWEEN ALL ROOF TRUSS FRAMES AS 

SPECIFIED.

UPVC DOWNPIPES WITH PAINT FINISH, ALLOW FOR ALL STAND 

OFF AND WALL BRACKETS. REFER TO ROOF PLAN.

ALUMINIUM FRAMED WINDOWS WITH POWDERCOAT FINISH AS 

SPECIFIED. 

TIMBER BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGSTRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

REINFORCED CONCRETE TIERED SEATING, REFER TO 

STRUCTURAL AND CIVIL DRAWINGS.

9MM VERSILUX SOFFIT LINING, PROVIDE EXPRESSED JOINTS 

AS SHOWN, FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS AT 

600MM CRS MAX. FIX TOP HATS TO UNDERSIDE OF TRUSS 

FRAMES. PROVIDE PAINT FINISH AS SPECIFIED - REFER 

FINISHES SCHEDULE.

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

WATERPROOF MEMBRANE, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

REINFORCED CONCRETE SLAB, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

BRICK VENEER CONSTRUCTION, BRICKS AND MORTAR AS 

SPECIFIED.

INSULATION BETWEEN STUDS AS SPECIFIED.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.
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ROOF SARKING TO ENTIRE ROOF AS SPECIFIED.

450450
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TRENCH GRATE TO CONCRETE PAVING.
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REINFORCED CONCRETE PAVING, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

150MM HALF ROUND COLOURBOND EAVES GUTTER WITH 

CONCEALED GUTTER BRACKETS, REFER TO FINISHES 

SCHEDULE.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

BRICK VENEER CONSTRUCTION, BRICKS AND MORTAR AS 

SPECIFIED.

INSULATION BETWEEN ALL ROOF TRUSS FRAMES AS 

SPECIFIED.

UPVC DOWNPIPES WITH PAINT FINISH, ALLOW FOR ALL STAND 

OFF AND WALL BRACKETS. REFER TO ROOF PLAN.

ALUMINIUM FRAMED WINDOWS WITH POWDERCOAT FINISH AS 

SPECIFIED. 

TIMBER BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGSTRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

REINFORCED CONCRETE TIERED SEATING, REFER TO 

STRUCTURAL AND CIVIL DRAWINGS.

9MM VERSILUX SOFFIT LINING, PROVIDE EXPRESSED JOINTS 

AS SHOWN, FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS AT 

600MM CRS MAX. FIX TOP HATS TO UNDERSIDE OF TRUSS 

FRAMES. PROVIDE PAINT FINISH AS SPECIFIED - REFER 

FINISHES SCHEDULE.

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

WATERPROOF MEMBRANE, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

REINFORCED CONCRETE SLAB, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

BRICK VENEER CONSTRUCTION, BRICKS AND MORTAR AS 

SPECIFIED.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

ROOF SARKING TO ENTIRE ROOF AS SPECIFIED.

INSULATION BETWEEN STUDS AS SPECIFIED.

BRICK VENEER CONSTRUCTION, BRICKS AND MORTAR AS 

SPECIFIED.

REINFORCED CONCRETE PAVING, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

BRICK WALL TIES AT 600MM CRS MAX VERTICALLY AND 

HORIZONTALLY AS SPECIFIED.

STUDWORK THROUGHT AT 450MM CRS MAX. 

WEEP HOLES EVERY FOURTH PERPEND WITH CONTINUOUS 

CAVITY FLASHING
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REINFORCED CONCRETE PAVING, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

STUDWORK THROUGHT AT 450MM CRS MAX. 

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

ROOF SARKING TO ENTIRE ROOF AS SPECIFIED.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

INSULATION BETWEEN ALL ROOF TRUSS FRAMES AS 

SPECIFIED.

ALUMINIUM FRAMED SLIDING COUNTER GLAZED WINDOWS. 

REFER TO WINDOW SCHEDULE.

ALLOW FOR TIMBER BLOCKING BETWEEN TRUSS FRAMES TO 

SUPPORT TOP OF STUD. REFER TO STRUCTURAL ENGINEERS 

DRAWINGS.
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1400195

195

RAKING CEILING, REFER TO REFLECTED CEILING PLANS

ALUMINIUM FRAMED WINDOWS WITH POWDERCOAT FINISH AS 

SPECIFIED. 

ALUMINIUM FRAMED WINDOWS WITH POWDERCOAT FINISH AS 

SPECIFIED. 

90 X 45 CEILING JOISTS AT 450MM CRS MAX.

TIMBER BEAM, REFER TO STRUCTURAL ENGINEERS 

DRAWINGS.

2.00°

COLORBOND 0.48 KLIPLOK TRAY DECK ROOFING FIXED TO 90 X 

45 TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. 

REFER TO FINISHES SCHEDULE.

COLORBOND CAPPING/FLASHING AS SPECIFIED, REFER TO 

FINISHES SCHEDULE.
VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

9MM VERSILUX SOFFIT LINING, PROVIDE EXPRESSED JOINTS 

AS SHOWN, FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS AT 

600MM CRS MAX. FIX TOP HATS TO UNDERSIDE OF TRUSS 

FRAMES. PROVIDE PAINT FINISH AS SPECIFIED - REFER 

FINISHES SCHEDULE.

SUSPENDED SCREW UP CEILING SYSTEM WITH FLUSH JOINTED 

CEILING LINING, PROVIDE PAINT FINISH. REFER TO REFLECTED 

CEILING PLANS.

PROVIDE 20MM CONCRETE SLAB SETDOWN TO AIRLOCK FOR 

MATTTING AS SPECIFIED.

COLORBOND CAPPING/FLASHING AS SPECIFIED, REFER TO 

FINISHES SCHEDULE.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

TIMBER BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS.

TIMBER BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS.

TIMBER BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS.

9MM VERSILUX SOFFIT LINING, PROVIDE EXPRESSED JOINTS 

AS SHOWN, FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS AT 

600MM CRS MAX. FIX TOP HATS TO UNDERSIDE OF TRUSS 

FRAMES. PROVIDE PAINT FINISH AS SPECIFIED - REFER 

FINISHES SCHEDULE.

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

VOID

VOID

300MM WIDE X 150MM DEEP MIN. COLORBOND BOX GUTTER 

WITH TRAY GUTTER SUPPORT AND ADJUSTABLE BOX GUTTER 

BRACKETS AT 600MM CRS MAX. FALL GUTTER TO 300 X 300 X 

100MM DEEP COLORBOND SUMPS. REFER TO ROOF PLAN.

9MM VERSILUX SOFFIT LINING, PROVIDE EXPRESSED JOINTS 

AS SHOWN, FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS AT 

600MM CRS MAX. FIX TOP HATS TO UNDERSIDE OF TRUSS 

FRAMES. PROVIDE PAINT FINISH AS SPECIFIED - REFER 

FINISHES SCHEDULE.

UPVC DOWNPIPE IN WALL SHOWN DASHED. REFER TO FLOOR 

PLAN.

PROVIDE 100MM CONCRETE SLAB SETDOWN TO DDA WC, 

REFER TO SLAB PLAN. 

16MM THICK CEMINTEL TERRITORY TIMBER LOOK 

COMPRESSED FIBRE CEMENT SHEET CLADDING  FIXED TO 

35MM DEEP STEEL TOP HAT SECTIONS AT 600MM CRS 

HORIZONTALLY

16MM THICK CEMINTEL TERRITORY TIMBER LOOK 

COMPRESSED FIBRE CEMENT SHEET CLADDING  FIXED TO 

35MM DEEP STEEL TOP HAT SECTIONS AT 600MM CRS 

HORIZONTALLY, REFER TO FINISHES SCHEDULE. INSTALL 

STRICTLY TO MANUFACTURERS SPECIFICATIONS

SUSPENDED SCREW UP CEILING SYSTEM WITH FLUSH JOINTED 

CEILING LINING, PROVIDE PAINT FINISH. REFER TO REFLECTED 

CEILING PLANS.

FALLFALL
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TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

ROOF SARKING TO ENTIRE ROOF AS SPECIFIED.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

TIMBER BEAM, REFER TO STRUCTURAL ENGINEERS 

DRAWINGS.
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BRICK VENEER CONSTRUCTION, BRICKS AND MORTAR AS 

SPECIFIED.

190MM THICK REINFORCED CONCRETE RETAINING WALL.

REINFORCED CONCRETE PAVING, REFER TO 

STRUCTURAL AND CIVIL DRAWINGS.

REINFORCED CONCRETE STRIP FOOTING TO RETAINING WALL,, 

REFER TO STRUCTURAL DRAWINGS.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

STUDWORK THROUGHT AT 450MM CRS MAX. 

BRICK WALL TIES AT 600MM CRS MAX VERTICALLY AND 

HORIZONTALLY AS SPECIFIED.

SPOON DRAIN TO CONCRETE PAVING, REFER TO CIVIL 

DRAWINGS.

INSULATION BETWEEN STUDS AS SPECIFIED.

WEEP HOLES EVERY FOURTH PERPEND WITH CONTINUOUS 

CAVITY FLASHING

9MM VERSILUX CEILING / SOFFIT LINING, PROVIDE EXPRESSED 

JOINTS AS SHOWN, FIXED TO 35MM DEEP STEEL TOP HAT 

SECTIONS AT 600MM CRS MAX. FIX TOP HATS TO UNDERSIDE 

OF TRUSS FRAMES. PROVIDE PAINT FINISH AS SPECIFIED -

REFER FINISHES SCHEDULE.

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

REINFORCED CONCRETE SLAB, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

WATERPROOFING TO BACK OF RETAINING WALL, REFER TO 

STRUCTURAL ENGINEERS DRAWINGS.

610 E
N

D
 O

F 
TR

U
SS

195

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 35MM 

DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

INSULATION BETWEEN ALL ROOF TRUSS FRAMES AS 

SPECIFIED.

ROOF SARKING TO ENTIRE ROOF AS SPECIFIED.

WATERPROOF MEMBRANE, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

COLORBOND CAPPING/FLASHING AS SPECIFIED, REFER TO 

FINISHES SCHEDULE.

ALUMINIUM FRAMED WINDOWS WITH POWDERCOAT FINISH AS 

SPECIFIED. 

AGI DRAIN, REFER TO CIVIL DRAWINGS.

TRENCH GRATE TO CONCRETE PAVING.
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REINFORCED CONCRETE PAVING, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

STUDWORK THROUGHT AT 450MM CRS MAX. 

INSULATION BETWEEN STUDS AS SPECIFIED.

COLORBOND 0.48 CUSTOM ORB ROOFING FIXED TO 90 X 45 

TIMBER BATTENS AT 1200MM CRS MAX AS SPECIFIED. REFER 

TO FINISHES SCHEDULE.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

ROOF SARKING TO ENTIRE ROOF AS SPECIFIED.

9MM VERSILUX CEILING / SOFFIT LINING, PROVIDE EXPRESSED 

JOINTS AS SHOWN, FIXED TO 35MM DEEP STEEL TOP HAT 

SECTIONS AT 600MM CRS MAX. FIX TOP HATS TO UNDERSIDE 

OF TRUSS FRAMES. PROVIDE PAINT FINISH AS SPECIFIED -

REFER FINISHES SCHEDULE.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 

35MM DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

COLORBOND CAPPING/FLASHING AS SPECIFIED, REFER TO 

FINISHES SCHEDULE.

REINFORCED CONCRETE SLAB, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

WATERPROOF MEMBRANE, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

INSULATION BETWEEN ALL ROOF TRUSS FRAMES AS 

SPECIFIED.

ALUMINIUM FRAMED WINDOWS WITH POWDERCOAT FINISH AS 

SPECIFIED. 

BRICK VENEER CONSTRUCTION, BRICKS AND MORTAR AS 

SPECIFIED.

BRICK WALL TIES AT 600MM CRS MAX VERTICALLY AND 

HORIZONTALLY AS SPECIFIED.

TRENCH GRATE TO CONCRETE PAVING, 

REFER TO CIVIL DRAWINGS.

WEEP HOLES EVERY FOURTH PERPEND WITH CONTINUOUS 

CAVITY FLASHING

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.

ALUMINIUM FRAMED WINDOWS WITH POWDERCOAT FINISH AS 

SPECIFIED. 

STEEL BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS.STEEL BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS.

STEEL ANGLE LINTEL, REFER TO STRUCTURAL ENGINEERS 

DRAWINGS.

ALUMINIUM ANGLE 50 X 50 X 5MM THICK WITH POWDERCOAT 

FINISH TO MATCH WINDOW FRAMES TO CLOSE GAP

REINFORCED CONCRETE PAVING, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

STEEL BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS.
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COLORBOND Z FLASHING/CAPPING TO 

BRICKWORK AS SPECIFIED.

9MM VERSILUX CEILING / SOFFIT LINING, PROVIDE EXPRESSED 

JOINTS AS SHOWN, FIXED TO 35MM DEEP STEEL TOP HAT 

SECTIONS AT 600MM CRS MAX. FIX TOP HATS TO UNDERSIDE 

OF TRUSS FRAMES. PROVIDE PAINT FINISH AS SPECIFIED -

REFER FINISHES SCHEDULE.

DASHED LINE DENOTES STEEL BEAM BEYOND, REFER TO 

STRUCTURAL ENGINEERS DRAWINGS.

SUN LOUVRE BLADES/SYSTEM FIXED TO 

UNDERSIDE OF STEEL BEAM. DROP DOWN 

FROM EAVE AS INDICATED.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 

35MM DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE PAINT 

FINISH, REFER TO FINISHES SCHEDULE.

COLORBOND CAPPING/FLASHING AS SPECIFIED, REFER TO 

FINISHES SCHEDULE.

VITRA PANEL CLADDED PARAPET WITH EXPRESSED JOINTS 

FIXED TO 35MM DEEP STEEL TOP HAT SECTIONS. PROVIDE 

WHITE PAINT FINISH, REFER TO FINISHES SCHEDULE..

STEEL COLUMN BEYOND SHOWN DASHED, REFER TO 

STRUCTURAL ENGINEERS DRAWINGS.

STEEL COLUMN BEYOND SHOWN DASHED, REFER TO 

STRUCTURAL ENGINEERS DRAWINGS.

16MM THICK CEMINTEL TERRITORY 

TIMBER LOOK COMPRESSED FIBRE 

CEMENT SHEET CLADDING  FIXED TO 

35MM DEEP STEEL TOP HAT SECTIONS AT 

600MM CRS HORIZONTALLY

UPVC DOWNPIPES WITH PAINT FINISH, ALLOW FOR ALL STAND 

OFF AND WALL BRACKETS. REFER TO ROOF PLAN.

REINFORCED CONCRETE TIERED SEATING, REFER TO 

STRUCTURAL AND CIVIL DRAWINGS.

TRENCH GRATE TO CONCRETE PAVING, 

REFER TO CIVIL DRAWINGS.
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INSULATION BETWEEN STUDS AS SPECIFIED.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO 

STRUCTURAL ENGINEERS DRAWINGS.

FLUSH JOINTED CEILING LINING FIXED TO 35MM DEEP STEEL 

TOP HAT SECTIONS AT 600MM CRS MAX., PROVIDE PAINT 

FINISH. REFER TO REFLECTED CEILING PLANS.

ALUMINIUM FRAMED WINDOWS WITH POWDERCOAT FINISH AS 

SPECIFIED. 

REINFORCED CONCRETE PAVING, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

9MM VERSILUX CEILING / SOFFIT LINING, PROVIDE EXPRESSED 

JOINTS AS SHOWN, FIXED TO 35MM DEEP STEEL TOP HAT 

SECTIONS AT 600MM CRS MAX. FIX TOP HATS TO UNDERSIDE 

OF CEILING JOISTS. PROVIDE PAINT FINISH AS SPECIFIED -

REFER FINISHES SCHEDULE.

STEEL COLUMN BEYOND SHOWN DASHED, REFER TO 

STRUCTURAL ENGINEERS DRAWINGS.
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ROOF SARKING TO ENTIRE ROOF AS SPECIFIED.
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STEEL BEAM, REFER TO STRUCTURAL ENGINEERS DRAWINGS.
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FINISH. REFER TO REFLECTED CEILING PLANS.
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REINFORCED CONCRETE SLAB, REFER TO STRUCTURAL AND 

CIVIL DRAWINGS.

TRUSS FRAMES AT 900MM CRS MAX, REFER TO STRUCTURAL 

ENGINEERS DRAWINGS.
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90 X 45 TIMBER BATTENS AT 1200MM CRS MAX AS 

SPECIFIED. REFER TO FINISHES SCHEDULE.
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REFER FINISHES SCHEDULE.

VITRA PANEL FASCIA WITH EXPRESSED JOINTS FIXED TO 

35MM DEEP STEEL TOP HAT SECTIONS. PROVIDE WHITE 

PAINT FINISH, REFER TO FINISHES SCHEDULE.

COLORBOND CAPPING/FLASHING AS SPECIFIED, REFER TO 

FINISHES SCHEDULE.
610 E

N
D

 O
F 

TR
U

S
S

ALLOW FOR TIMBER BLOCKING BETWEEN TRUSS FRAMES TO 

SUPPORT TOP OF STUD. REFER TO STRUCTURAL ENGINEERS 

DRAWINGS.
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TOP OF CONC SLAB190.86

4

12MM THICK TRAVERTINE BENCH TOPS ADHERED OVER HMR MDF 

AS SPECIFIED.

32MM THICK HMR MDF COUNTER TOP AS SPECIFIED.

18MM THICK HMR MDF AS SPECIFIED.

12MM THICK TRAVERTINE BENCH TOPS ADHERED OVER HMR MDF 

AS SPECIFIED.

9MM THICK COMPRESSED FIBRE CEMENT SHEET WALL LINING 

AT STONE FACING LOCATIONS. ADHERE 12MM TRAVERTINE 

OVER, REFER TO INTERNAL ELEVATIONS.

12MM THICK TRAVERTINE BENCH TOPS ADHERED OVER HMR MDF 

AS SPECIFIED.

18MM WIDE X 10MM DEEP ALUMINIUM EXTRUSION WITH 

FROSTED DIFFUSER FOR LED STRIP LIGHTING ALONG ENTIRE 

LENGTH OF COUNTER.

MITRED CORNERS TO TRAVERTINE, PROVIDE FINE ARIS TO 

EDGE

MITRED CORNERS TO TRAVERTINE, PROVIDE FINE ARIS 

TO EDGE

13MM THICK IMPACTCHEK PLASTERBOARD WALL LINING FIXED TO 

FACE OF STUD. PROVIDE PAINT FINISH

32MM THICK HMR MDF BENCH TOP AS SPECIFIED.

DASHED LINE INDICATES LINE OF LOWER BENCH BEYOND

12MM THICK TRAVERTINETO UNDERSIDE OF COUNTER AND TO 

DOWNTURNS BEYOND ADHERED OVER HMR MDF AS SPECIFIED.

90 X 45 F17 KDHW CONTINUOUS TIMBER PLATE FOR BENCH FIXING. 

PAINT TO MATCH WALL

12MM THICK TRAVERTINE BENCH TOPS ADHERED OVER HMR MDF 

AS SPECIFIED.

MITRED CORNERS TO TRAVERTINE, PROVIDE FINE ARIS 

TO EDGE10
0

CRITERION INDUSTRIES - MIAMI 120 TWIN ROLLER 

COUNTER TOP SLIDING GLASS WINDOW. RECESS GUIDE 

TRACKS INTO HEAD AND RECEPTION DESK
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10
50

CARPET TILE FLOOR FINISH. REFER TO FLOOR FINISHES PLAN. CARPET TILE FLOOR FINISH. REFER TO FLOOR FINISHES PLAN.

AS

588 12

70
5

ALUMINIUM SKIRTING AS SPECIFIED

NOTE: NO SKIRTING TO STONE FACED SIDE

L6

L6

L6

L6

P1

P1

L6

10
05

TOP OF STUD

13MM THICK IMPACTCHEK PLASTERBOARD WALL LINING FIXED TO 

FACE OF STUD. PROVIDE PAINT FINISH

4

TOP OF TOP PLATE 2750193.61

LED RECESSED DOWNLIGHTS, REFER TO ELECTRICAL 

DRAWINGS.

13MM THICK PLASTERBOARD WALL LINING FIXED TO FACE OF 

STUD. PROVIDE PAINT FINISH

LINTEL. REFER TO STRUCTURAL ENGINEERS DRAWINGS.

90 X 45 TIMBER STUDWORK

HOLLAND BLIND AS SPECIFIED.

13MM THICK PLASTERBOARD WALL LINING FIXED TO FACE OF 

STUD. PROVIDE PAINT FINISH

90 X 45 TIMBER STUDWORK

CRITERION INDUSTRIES - MIAMI 120 TWIN ROLLER COUNTER TOP 

SLIDING GLASS WINDOW. RECESS GUIDE TRACKS INTO HEAD AND 

RECEPTION DESK, FLUSH FINISH.

EQ EQ

70 X 35 F5 TIMBER BATTENS

91 X 21mm THICK PORTA MOULDING - PINNACLE, AMERICAN 

OAK, VERTICAL CASTELLATED TIMBER LINING WITH TONGUE 

AND GROOVE JOINT, SECRETLY FIXED TO STUDWORK. REFER 

TO INTERNAL ELEVATIONS. 

TM1

P1

P1

26

.195. 90

50

BL

90 X 45 F5 PINE CEILING JOISTS AT 450MM CRS MAX

50

62
5

2100mm ABOVE SLAB LEVEL

25

ST
UD

 F
RA

M
E

91 X 21mm THICK PORTA MOULDING - PINNACLE, AMERICAN 

OAK, VERTICAL CASTELLATED TIMBER LINING WITH TONGUE 

AND GROOVE JOINT, SECRETLY FIXED TO STUDWORK. REFER 

TO INTERNAL ELEVATIONS. MITRE JOINT AND RETURN UNDER 

TO WINDOW FRAME

SUSPENDED SCREW UP CEILING SYSTEM WITH FLUSH JOINTED 

CEILING LINING, PROVIDE PAINT FINISH. REFER TO REFLECTED 

CEILING PLANS.

TOP OF CONC SLAB 190.86

D

90 912
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90 X 45 F17 KDHW CONTINUOUS TIMBER PLATE FOR BENCH FIXING. 

PAINT TO MATCH WALL
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5

TOP OF STUD

90

CARPET TILE FLOOR FINISH. REFER TO FLOOR FINISHES PLAN.

ALUMINIUM SKIRTING AS SPECIFIED

AS

CARPET TILE FLOOR FINISH. REFER TO FLOOR FINISHES PLAN.

12MM THICK TRAVERTINE BENCH TOPS ADHERED OVER HMR MDF 

AS SPECIFIED.

NOTE: NO SKIRTING TO STONE FACED SIDE

9MM THICK COMPRESSED FIBRE CEMENT SHEET WALL LINING 

AT STONE FACING LOCATIONS. ADHERE 12MM TRAVERTINE 

OVER, REFER TO INTERNAL ELEVATIONS.

18MM WIDE X 10MM DEEP ALUMINIUM EXTRUSION WITH 

FROSTED DIFFUSER FOR LED STRIP LIGHTING ALONG ENTIRE 

LENGTH OF COUNTER.

12MM THICK TRAVERTINETO UNDERSIDE OF COUNTER AND TO 

DOWNTURNS BEYOND ADHERED OVER HMR MDF AS SPECIFIED.

P1

L6

L6

L6 L6

12MM THICK TRAVERTINE BENCH TOPS ADHERED OVER HMR MDF 

AS SPECIFIED.

32MM THICK HMR MDF COUNTER TOP AS SPECIFIED.

MITRED CORNERS TO TRAVERTINE, PROVIDE FINE ARIS TO 

EDGE

12MM THICK TRAVERTINE BENCH TOPS ADHERED OVER HMR MDF 

AS SPECIFIED.

MITRED CORNERS TO TRAVERTINE, PROVIDE FINE ARIS TO 

EDGE

100 524

DOWNTURN OF COUNTER TO LOWER BENCH BEYOND

L6

L6

L6

P1

SINGLE GLAZING WITH ALUMINIUM GLAZING CHANNELS TO MATCH 

SAME SIZE AS CRITERION MIAMI 120 BOTTOM TRACK (21 X 15MM) 

REFER TO WINDOW SCHEDULE.

NOTE: STOP BOTTOM CHANNEL AT PASS THRU HOLE AND CARRY 

TRAVERTINE THRU.

BOTTOM TRACK BEYOND RECESSED INTO COUNTER SHOWN 

DASHED

13MM THICK IMPACTCHEK PLASTERBOARD WALL LINING FIXED TO 

FACE OF STUD. PROVIDE PAINT FINISH

RECESSED GLAZING CHANNEL BEYOND ON UP TURN

TOP OF TOP PLATE 2750 193.61

D

62
5

50

25

90 545

90 545

13 90 21 524

BL

90 X 45 F5 PINE CEILING JOISTS AT 450MM CRS MAX

EQ EQ
13MM THICK PLASTERBOARD WALL LINING FIXED TO FACE OF 

STUD. PROVIDE PAINT FINISH

LINTEL. REFER TO STRUCTURAL ENGINEERS DRAWINGS.

90 X 45 TIMBER STUDWORK

HOLLAND BLIND AS SPECIFIED.

SINGLE GLAZING WITH ALUMINIUM GLAZING CHANNELS TO MATCH 

SAME SIZE AS CRITERION MIAMI 120 HEAD TRACK (26 X 17MM) 

REFER TO WINDOW SCHEDULE.

2100mm ABOVE SLAB LEVEL

P1

TM1

LED RECESSED DOWNLIGHTS, REFER TO ELECTRICAL 

DRAWINGS.

13MM THICK PLASTERBOARD WALL LINING FIXED TO FACE OF 

STUD. PROVIDE PAINT FINISH

90 X 45 TIMBER STUDWORK

91 X 21mm THICK PORTA MOULDING - PINNACLE, AMERICAN OAK, 

VERTICAL CASTELLATED TIMBER LINING WITH TONGUE AND 

GROOVE JOINT, SECRETLY FIXED TO STUDWORK. REFER TO 

INTERNAL ELEVATIONS. 

SUSPENDED SCREW UP CEILING SYSTEM WITH FLUSH JOINTED 

CEILING LINING, PROVIDE PAINT FINISH. REFER TO REFLECTED 

CEILING PLANS.

P1

ST
UD

 F
RA

M
E

91 X 21mm THICK PORTA MOULDING - PINNACLE, AMERICAN 

OAK, VERTICAL CASTELLATED TIMBER LINING WITH TONGUE 

AND GROOVE JOINT, SECRETLY FIXED TO STUDWORK. REFER 

TO INTERNAL ELEVATIONS. MITRE JOINT AND RETURN UNDER 

TO WINDOW FRAME
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SIGNAGE NOTES

ALL SIGNAGE TO BE 'DIN MEDIUM' FONT STYLE

ALL SIGNAGE TEXT TO BE 40MM HIGH (EXCEPT FOR LOWER CASE 

LETTERS) TO ALL 500 X 150MM DOOR SIGNAGE (SIGNS 1 - 22)

ALL SIGNAGE TEXT TO BE WHITE IN COLOUR AND IN BRAILLE

ALL SIGNAGE BACKGROUND COLOUR TO BE SWH GREY (RGB 
54.66.74). 

3MM ALUMINIUM SIGNAGE BACKING PANEL WITH POWDERCOAT 

FINISH TO ALL 500 X 150MM DOOR SIGNAGE MOUNTED AT 1600 HIGH 
ON DOOR PANEL FACE

REFER TO DETAIL FOR 1800 X 900 EXTERNAL UPRIGHT PANEL 

SIGNAGE ON THIS SHEET (SIGN 23)

ALL SIGNAGE TO BE READ IN CONJUNCTION WITH SOUTH WEST 
HEALTHCARE BRAND GUIDE. REFER TO SPECIFICATION APPENDIX.

CONTRACTOR TO CHECK AND HAVE SIGNED OFF BY CLIENT PRIOR 
TO MANUFACTURE OF SIGNAGE

900

18
00

Hamilton
Mental Health & Wellbeing

53
5

12
65

75 X 75 HOT DIPPED GALVANISED STEEL FRAME TO SIGN. PROVIDE 

CONCRETE PAD FOOTING , REFER TO STRUCTURAL ENGINEERS 

DRAWINGS.

6MM THICK ALUCOBOND/METAL COMPOSITE PANEL BACKING TO ALL 4 

SIDES (FOLDED) ALSO PROVIDE TOP TO PANEL TO SEAL OUT 

WEATHER.

900

90 BUTT JOINT TO SIGNAGE. 2 SIDES JOINED. FIX TO STEEL SHS FRAME.

BUTT JOINT TO SIGNAGE. 2 SIDES JOINED. FIX TO STEEL SHS FRAME.

PLAN DETAIL
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LOCATION:

FRAME TYPE:

GLASS TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

GENERAL WAITING LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

CORRIDOR 1

N/A

N/AYES, THRESOLD PLATE. REFER TO TYPICAL DETAIL 

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY. 

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

LOCATION:

FRAME TYPE:

GLASS TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

CONFERENCE

YES, THRESOLD PLATE. REFER TO TYPICAL DETAIL 

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY. 

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

YES MASTER KEY SYSTEM TO OPENABLE SASH. REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

CORRIDOR 2

N/A

N/A

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

YES MASTER KEY SYSTEM TO OPENABLE SASH. REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY

LOCATION:

FRAME TYPE:

GLASS TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

PSYCHIATRY ROOM

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

YES MASTER KEY SYSTEM TO DOOR & OPENABLE SASH. 

REFER TO HARDWARE SCHEDULE SUPPLIED BY ASSA 

ABLOY

YES, THRESOLD PLATE. REFER TO TYPICAL DETAIL 

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY. 

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

ENTRY AIRLOCK

YES MASTER KEY SYSTEM TO DOOR. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET 

PROVIDE SUBSILLS AND SUBHEADS

YES, THRESOLD PLATE. REFER TO TYPICAL DETAIL 

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY. 

N/A

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 3.05

SHGC: 0.35

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

ENTRY AIRLOCK

N/A

N/A

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE SUBSILLS AND SUBHEADS

N/A

N/A

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

GENERAL WAITING

YES MASTER KEY SYSTEM TO DOOR. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE SUBSILLS AND SUBHEADS

YES, THRESOLD PLATE. REFER TO TYPICAL DETAIL 

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY. 

N/A

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

ENTRY AIRLOCK

YES MASTER KEY SYSTEM TO DOOR. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE SUBSILLS AND SUBHEADS

YES, THRESOLD PLATE. REFER TO TYPICAL DETAIL 

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY. 

N/A

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

YES MASTER KEY SYSTEM TO DOOR & OPENABLE SASH. 

REFER TO HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY

YES MASTER KEY SYSTEM TO DOOR & OPENABLE SASH. 

REFER TO HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY

CAPRAL 215 SERIES DOOR FRAMES - DOUBLE GLAZED 

POCKETS

PROVIDE CAPRAL SNAP IN EL4503 DOOR STOP AND 

NEOPRENE SEAL

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 3.27

SHGC: 0.28

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

FRAME FINISH:

HARDWARE: N/A 

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

CAPRAL 215 SERIES DOOR FRAMES - DOUBLE GLAZED 

POCKETS

PROVIDE CAPRAL SNAP IN EL4503 DOOR STOP AND 

NEOPRENE SEAL

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 3.05

SHGC: 0.35

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

CAPRAL 215 SERIES DOOR FRAMES - DOUBLE GLAZED 

POCKETS

PROVIDE CAPRAL SNAP IN EL4503 DOOR STOP AND 

NEOPRENE SEAL

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 3.05

SHGC: 0.35

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

CONFERENCE

N/A

N/A

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE SUBSILLS AND SUBHEADS

N/A

N/A

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 3.05

SHGC: 0.35

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

FRAME FINISH:

HARDWARE: N/A 

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 2.73

SHGC: 0.21

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 2.73

SHGC: 0.21

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

DOOR LEAF

MODEL TYPE:

CAPRAL 215 SERIES DOOR FRAMES - DOUBLE GLAZED 

POCKETS

PROVIDE CAPRAL SNAP IN EL4503 DOOR STOP AND 

NEOPRENE SEAL

DOOR LEAF

MODEL TYPE:

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

CAPRAL 215 SERIES DOOR FRAMES - DOUBLE GLAZED 

POCKETS

PROVIDE CAPRAL SNAP IN EL4503 DOOR STOP AND 

NEOPRENE SEAL

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 3.27

SHGC: 0.28

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 3.27

SHGC: 0.28

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

FRAME FINISH:

HARDWARE: N/A 

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

FRAME FINISH:

HARDWARE: N/A 

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 3.27

SHGC: 0.28

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

DOOR LEAF

MODEL TYPE:

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

CAPRAL 215 SERIES DOOR FRAMES - DOUBLE GLAZED 

POCKETS

PROVIDE CAPRAL SNAP IN EL4503 DOOR STOP AND 

NEOPRENE SEAL

DENOTES BLACK MESH CRIMSAFE 

SCREENS COMPLETE WITH FRAME AS 

SPECIFIED. FRAME COLOUR TO MATCH 

WINDOW FRAMES

DENOTES OPAQUE GLASS AS SPECIFIED.
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SCALE 1 : 50

W10

SCALE 1 : 50

W11 & D12

ABBREVIATION LEGEND

AW AWNING WINDOW

FG FIXED GLAZING

ALL WINDOW SIZES ARE NOMINAL, CHECK ON SITE PRIOR TO 

MANUFACTURE

ALL WINDOWS TO HAVE SUB SILLS AND SUBHEADS AS INDICATED.

ALL DOORS NOMINATED WITH NO THRESHOLD TO HAVE THRESHOLDS AS 

PER TYPICAL DETAILS ON WINDOW AND DOOR DETAILS SHEET. IE. NO SILL 

PIECE MADE BY THE WINDOW/DOOR MANUFACTURER. THRESHOLD PLATES 

AND SEALS TO COMPLY WITH AS 1428.1

TOILET SEATS TO ACCESSIBLE AND AMBULANT TOILETS ARE TO BE 30% 

LUMINANCE CONTRASTING COLOUR

DOOR TO DIS WC /SHR TO HAVE REMOVABLE HINGES AND CUT SHORT AT THE 

TOP OF THE DOORS SO THAT THE DOORS CAN BE OPENED IN AN 

EMERGENCY.

PRIVACY SNIBS TO ACCESSIBLE TOILETS ARE TO BE 45MM AS PER AS. 1428.1

ALL LOCKS TO BE KEYED TO SOUTH WEST HEALTH BI-LOCK SYSTEM 

ADMINISTERED BY SOUTH WEST HEALTH LOCKSMITHS. CONTRACTOR TO 

LIAISE WITH SOUTH WEST HEALTH LOCKSMITHS TO ENABLE DOOR BARRELS 

TO BE KEYED TO SOUTH WEST HEALTH SYSTEM.

LOCKING BARRELS WILL BE SUPPLY AND INSTALLED BY THE BUILDER, 

KEYING SCHEDULE WILL BE OBTAINED BY THE BUILDER FROM SOUTH WEST 

HEALTH, CONTACT SOUTH WEST HEALTH PROJECT MANAGER  PRIOR TO 

ORDERING ALL LOCKS AND BARRELS

PROVIDE 6 SETS OF KEYS
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LOCATION:

FRAME TYPE:

GLASS TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

WORK AREA

YES, THRESOLD PLATE. REFER TO TYPICAL DETAIL 

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY. 

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

OFFICE 1

N/A

N/A

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

YES MASTER KEY SYSTEM TO OPENABLE SASH. REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY

LOCATION:

FRAME TYPE:

GLASS TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

CONSULT 3

YES, THRESOLD PLATE. REFER TO TYPICAL DETAIL 

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY. 

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

LOCATION:

FRAME TYPE:

GLASS TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

CORRIDOR 2

YES, THRESOLD PLATE. REFER TO TYPICAL DETAIL 

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY. 

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

LOCATION:

FRAME TYPE:

GLASS TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

CONSULT 2

YES, THRESOLD PLATE. REFER TO TYPICAL DETAIL 

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY. 

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

LOCATION:

FRAME TYPE:

GLASS TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

CONSULT 1

YES MASTER KEY SYSTEM TO OPENABLE SASH & DOOR. 

REFER TO HARDWARE SCHEDULE SUPPLIED BY ASSA 

ABLOY

YES, THRESOLD PLATE. REFER TO TYPICAL DETAIL 

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY. 

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

WORK AREA

N/A

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

YES MASTER KEY SYSTEM TO OPENABLE SASH. REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY

YES MASTER KEY SYSTEM TO OPENABLE SASH & DOOR. 

REFER TO HARDWARE SCHEDULE SUPPLIED BY ASSA 

ABLOY

YES MASTER KEY SYSTEM TO OPENABLE SASH & DOOR. 

REFER TO HARDWARE SCHEDULE SUPPLIED BY ASSA 

ABLOY

YES MASTER KEY SYSTEM TO OPENABLE SASH & DOOR. 

REFER TO HARDWARE SCHEDULE SUPPLIED BY ASSA 

ABLOY

YES MASTER KEY SYSTEM TO OPENABLE SASH & DOOR.

YES MASTER KEY SYSTEM TO DOORS, 

PROVIDE ELECTRIC STRIKES TO LOCK AND SWIPE IN & 

SWIPE OUT ABILITY (FOB) TO THE FOLLOWING DOORS:

D27 - WORK AREA

REFER TO HARDWARE SCHEDULE SUPPLIED BY ASSA 

ABLOY

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

STAFF LOUNGE

N/A

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

YES MASTER KEY SYSTEM TO OPENABLE SASH. REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

STAFF LOUNGE

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

YES MASTER KEY SYSTEM TO OPENABLE SASH & DOOR. 

PROVIDE ELECTRIC STRIKES TO LOCK AND SWIPE IN 

ABILITY (FOB) TO THE FOLLOWING DOORS:

D28 - STAFF LOUNGE

REFER TO HARDWARE SCHEDULE SUPPLIED BY ASSA 

ABLOY

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

WORK AREA

N/A

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

YES MASTER KEY SYSTEM TO OPENABLE SASH. REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 3.27

SHGC: 0.28

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

CAPRAL 215 SERIES DOOR FRAMES - DOUBLE GLAZED 

POCKETS

PROVIDE CAPRAL SNAP IN EL4503 DOOR STOP AND 

NEOPRENE SEAL

DOOR LEAF

MODEL TYPE:

DOOR LEAF

MODEL TYPE:

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 3.27

SHGC: 0.28

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

CAPRAL 215 SERIES DOOR FRAMES - DOUBLE GLAZED 

POCKETS

PROVIDE CAPRAL SNAP IN EL4503 DOOR STOP AND 

NEOPRENE SEAL

DOOR LEAF

MODEL TYPE:

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 2.73

SHGC: 0.21

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

CAPRAL 215 SERIES DOOR FRAMES - DOUBLE GLAZED 

POCKETS

PROVIDE CAPRAL SNAP IN EL4503 DOOR STOP AND 

NEOPRENE SEAL

DOOR LEAF

MODEL TYPE:

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 2.73

SHGC: 0.21

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

CAPRAL 215 SERIES DOOR FRAMES - DOUBLE GLAZED 

POCKETS

PROVIDE CAPRAL SNAP IN EL4503 DOOR STOP AND 

NEOPRENE SEAL

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 5.37

SHGC: 0.55

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

FRAME FINISH:

HARDWARE: N/A 

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 2.73

SHGC: 0.21

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

CAPRAL 215 SERIES DOOR FRAMES - DOUBLE GLAZED 

POCKETS

PROVIDE CAPRAL SNAP IN EL4503 DOOR STOP AND 

NEOPRENE SEAL

DOOR LEAF

MODEL TYPE:

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

N/A

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 5.37

SHGC: 0.55

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

FRAME FINISH:

HARDWARE: N/A 

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

N/A

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 5.37

SHGC: 0.55

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

FRAME FINISH:

HARDWARE: N/A 

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

N/A

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 5.37

SHGC: 0.55

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

CAPRAL 215 SERIES DOOR FRAMES - DOUBLE GLAZED 

POCKETS

PROVIDE CAPRAL SNAP IN EL4503 DOOR STOP AND 

NEOPRENE SEAL

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 2.73

SHGC: 0.21

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

FRAME FINISH:

HARDWARE:

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

FRAME FINISH:

HARDWARE: N/A 

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

YES, THRESOLD PLATE. REFER TO TYPICAL DETAIL 

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY. 
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DENOTES BLACK MESH CRIMSAFE 

SCREENS COMPLETE WITH FRAME AS 

SPECIFIED. FRAME COLOUR TO MATCH 

WINDOW FRAMES

DENOTES OPAQUE GLASS AS SPECIFIED.
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SCALE 1 : 50
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Rev. Date Description

ABBREVIATION LEGEND

AW AWNING WINDOW

FG FIXED GLAZING

ALL WINDOW SIZES ARE NOMINAL, CHECK ON SITE PRIOR TO 

MANUFACTURE

ALL WINDOWS TO HAVE SUB SILLS AND SUBHEADS AS INDICATED.

ALL DOORS NOMINATED WITH NO THRESHOLD TO HAVE THRESHOLDS AS 

PER TYPICAL DETAILS ON WINDOW AND DOOR DETAILS SHEET. IE. NO SILL 

PIECE MADE BY THE WINDOW/DOOR MANUFACTURER. THRESHOLD PLATES 

AND SEALS TO COMPLY WITH AS 1428.1

TOILET SEATS TO ACCESSIBLE AND AMBULANT TOILETS ARE TO BE 30% 

LUMINANCE CONTRASTING COLOUR

DOOR TO DIS WC /SHR TO HAVE REMOVABLE HINGES AND CUT SHORT AT THE 

TOP OF THE DOORS SO THAT THE DOORS CAN BE OPENED IN AN 

EMERGENCY.

PRIVACY SNIBS TO ACCESSIBLE TOILETS ARE TO BE 45MM AS PER AS. 1428.1

ALL LOCKS TO BE KEYED TO SOUTH WEST HEALTH BI-LOCK SYSTEM 

ADMINISTERED BY SOUTH WEST HEALTH LOCKSMITHS. CONTRACTOR TO 

LIAISE WITH SOUTH WEST HEALTH LOCKSMITHS TO ENABLE DOOR BARRELS 

TO BE KEYED TO SOUTH WEST HEALTH SYSTEM.

LOCKING BARRELS WILL BE SUPPLY AND INSTALLED BY THE BUILDER, 

KEYING SCHEDULE WILL BE OBTAINED BY THE BUILDER FROM SOUTH WEST 

HEALTH, CONTACT SOUTH WEST HEALTH PROJECT MANAGER  PRIOR TO 

ORDERING ALL LOCKS AND BARRELS

PROVIDE 6 SETS OF KEYS
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LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

OFFICE 1

N/A

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

YES MASTER KEY SYSTEM TO OPENABLE SASH. REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

OBSERVATION ROOM

N/A

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

YES MASTER KEY SYSTEM TO OPENABLE SASH. REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

PLAY ROOM

N/A

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

YES MASTER KEY SYSTEM TO OPENABLE SASH. REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

OFFICE 1

N/A

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

YES MASTER KEY SYSTEM TO OPENABLE SASH. REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

QUIET ROOM 2

N/A

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

YES MASTER KEY SYSTEM TO OPENABLE SASH. REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

CHILD WAITING

YES MASTER KEY SYSTEM TO OPENABLE SASH & DOOR. 

REFER TO HARDWARE SCHEDULE SUPPLIED BY ASSA 

ABLOY

YES, THRESOLD PLATE. REFER TO TYPICAL DETAIL 

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY. 

PROVIDE CRIMSAFE SCREENS COMPLETE WITH FRAME. 

COLOUR TO MATCH WINDOWS

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

QUIET ROOM 1

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

N/A

N/A

N/A

N/A 

N/A

LOCATION:

FRAME TYPE:

GLASS TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

ADMIN

YES MASTER KEY SYSTEM TO DOORS, 

PROVIDE ELECTRIC STRIKES TO LOCK AND SWIPE IN 

ABILITY (FOB) TO THE FOLLOWING DOORS:

D09 - ADMIN

REFER TO HARDWARE SCHEDULE SUPPLIED BY ASSA 

ABLOY

YES, THRESOLD PLATE. REFER TO TYPICAL DETAIL 

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY. 

N/A

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

ADMIN

N/A

CRITERION INDUSTRIES - MIAMI 120 TWIN ROLLER COUNTER 

TOP SLIDING GLASS WINDOW. RECESS GUIDE TRACKS INTO 

HEAD AND RECEPTION DESK

N/A 

N/A

YES MASTER KEY SYSTEM TO SLIDING GLASS PANELS BY 

CRITERION, REFER TO HARDWARE SCHEDULE SUPPLIED BY 

ASSA ABLOY

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

OBSERVATION/PLAY ROOM

N/A

N/A

N/A

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 5.37

SHGC: 0.55

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

N/A

FRAME FINISH:

HARDWARE: N/A 

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 5.37

SHGC: 0.55

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

N/A

FRAME FINISH:

HARDWARE: N/A 

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 3.05

SHGC: 0.35 

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

N/A

FRAME FINISH:

HARDWARE: N/A 

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

FRAME FINISH:

HARDWARE: N/A 

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 3.05

SHGC: 0.35

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

N/A

FRAME FINISH:

HARDWARE: N/A 

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 3.05

SHGC: 0.35

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

N/A

DOUBLE GLAZED 7.52MM. CLEAR VIRIDIAN  

'INTRUDERGUARD' TO AS1288

GLAZING U VALUE: 3.05

SHGC: 0.35

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

PROVIDE CAPRAL 35 SERIES AWNING WINDOW SASH. DOUBLE 

GLAZING POCKET COMPATIBLE WITH CAPRAL 425 SERIES 

FRAMES

PROVIDE SUBSILLS AND SUBHEADS

CAPRAL 215 SERIES DOOR FRAMES - DOUBLE GLAZED 

POCKETS

PROVIDE CAPRAL SNAP IN EL4503 DOOR STOP AND 

NEOPRENE SEAL

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

SINGLE GLAZED 8.62MM THICK - VIRIDIAN DECOR MIRROR 

ONE WAY GLASS TO AS1288

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

FRAME FINISH:

HARDWARE: N/A 

N/A 

SINGLE GLAZED 7.52MM. CLEAR VIRIDIAN  'INTRUDERGUARD' 

TO AS1288

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

CAPRAL 215 SERIES DOOR FRAMES - DOUBLE GLAZED 

POCKETS

PROVIDE CAPRAL SNAP IN EL4503 DOOR STOP AND 

NEOPRENE SEAL

DOOR LEAF

MODEL TYPE:

CAPRAL 425 SERIES NARROWLINE WINDOW FRAMES. DOUBLE 

GLAZING POCKET.

CRITERION INDUSTRIES - 75 X 20 SVELTE 75 ALUMINIUM 

DOUBLE GLAZED WINDOW FRAMES. 

CRITERION INDUSTRIES - MIAMI 120 TWIN ROLLER COUNTER 

TOP SLIDING GLASS WINDOW 

DOUBLE GLAZED 12.5MM & 10.5MM VLAM HUSH GLASS

TO ACHIEVE RW48

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

SINGLE GLAZED 7.52MM. CLEAR VIRIDIAN  'INTRUDERGUARD' 

TO AS1288

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS
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DOCUMENTS

DENOTES BLACK MESH CRIMSAFE 

SCREENS COMPLETE WITH FRAME AS 

SPECIFIED. FRAME COLOUR TO MATCH 

WINDOW FRAMES

DENOTES OPAQUE GLASS AS SPECIFIED.
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This drawing and all information and design thereon are COPYRIGHT
and will remain the property of Avor Architecture Pty. Ltd. Acceptance of 
same constitutes an agreement that no part Acceptance of same 
constitutes an agreement that no part of  this drawing shall be 
reproduced or communicated to any party other than the first without  
permission of Avor Architecture Pty. Ltd., and is issued on the 
understanding that it will be returned Builders / Contractors shall verify all 
dimensions and levels on site before any work commences. Figured 
dimensions take precedence over scaled work. All shop drawings shall 
be submitted to the Architect/Consultant and manufacture shall not 
commence prior to the return of inspected shop drawings signed by the 
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Rev. Date Description

ABBREVIATION LEGEND

AW AWNING WINDOW

BJ BUTT JOINT GLAZING

FG FIXED GLAZING

ALL WINDOW SIZES ARE NOMINAL, CHECK ON SITE PRIOR TO 

MANUFACTURE

ALL WINDOWS TO HAVE SUB SILLS AND SUBHEADS AS INDICATED.

ALL DOORS NOMINATED WITH NO THRESHOLD TO HAVE THRESHOLDS AS 

PER TYPICAL DETAILS ON WINDOW AND DOOR DETAILS SHEET. IE. NO SILL 

PIECE MADE BY THE WINDOW/DOOR MANUFACTURER. THRESHOLD PLATES 

AND SEALS TO COMPLY WITH AS 1428.1

TOILET SEATS TO ACCESSIBLE AND AMBULANT TOILETS ARE TO BE 30% 

LUMINANCE CONTRASTING COLOUR

DOOR TO DIS WC /SHR TO HAVE REMOVABLE HINGES AND CUT SHORT AT THE 

TOP OF THE DOORS SO THAT THE DOORS CAN BE OPENED IN AN 

EMERGENCY.

PRIVACY SNIBS TO ACCESSIBLE TOILETS ARE TO BE 45MM AS PER AS. 1428.1

ALL LOCKS TO BE KEYED TO SOUTH WEST HEALTH BI-LOCK SYSTEM 

ADMINISTERED BY SOUTH WEST HEALTH LOCKSMITHS. CONTRACTOR TO 

LIAISE WITH SOUTH WEST HEALTH LOCKSMITHS TO ENABLE DOOR BARRELS 

TO BE KEYED TO SOUTH WEST HEALTH SYSTEM.

LOCKING BARRELS WILL BE SUPPLY AND INSTALLED BY THE BUILDER, 

KEYING SCHEDULE WILL BE OBTAINED BY THE BUILDER FROM SOUTH WEST 

HEALTH, CONTACT SOUTH WEST HEALTH PROJECT MANAGER  PRIOR TO 

ORDERING ALL LOCKS AND BARRELS

PROVIDE 6 SETS OF KEYS
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LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

OFFICE 1

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

CRITERION INDUSTRIES - 75 X 20 SVELTE 75 ALUMINIUM 

DOUBLE GLAZED WINDOW FRAMES. 

N/A

N/A

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

STAFF LOUNGE

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

N/A

N/A

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

GLASS TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

WORK AREA

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

N/A

N/A

N/A

N/A 

N/A

DOUBLE GLAZED 12.5MM & 10.5MM VLAM HUSH GLASS

TO ACHIEVE RW48

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

YES MASTER KEY SYSTEM TO DOOR. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY

YES MASTER KEY SYSTEM TO DOOR. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY. 

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY. 

CRITERION INDUSTRIES - SVELTE 36 AURORA DOUBLE 

GLAZED ALUMINIUM DOOR FRAMES

CRITERION INDUSTRIES - 75 X 20 SVELTE 75 ALUMINIUM 

DOUBLE GLAZED WINDOW FRAMES. 

CRITERION INDUSTRIES - SVELTE 36 AURORA DOUBLE 

GLAZED ALUMINIUM DOOR FRAMES

CRITERION INDUSTRIES - 75 X 20 SVELTE 75 ALUMINIUM 

DOUBLE GLAZED WINDOW FRAMES. 

DOUBLE GLAZED 12.5MM & 10.5MM VLAM HUSH GLASS

TO ACHIEVE RW48

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS

DOUBLE GLAZED 12.5MM & 10.5MM VLAM HUSH GLASS

TO ACHIEVE RW48

REFER TO PART J REPORT AND VERIFY GLAZING 

REQUIREMENTS
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DENOTES BLACK MESH CRIMSAFE 

SCREENS COMPLETE WITH FRAME AS 

SPECIFIED. FRAME COLOUR TO MATCH 

WINDOW FRAMES

DENOTES OPAQUE GLASS AS SPECIFIED.
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permission of Avor Architecture Pty. Ltd., and is issued on the 
understanding that it will be returned Builders / Contractors shall verify all 
dimensions and levels on site before any work commences. Figured 
dimensions take precedence over scaled work. All shop drawings shall 
be submitted to the Architect/Consultant and manufacture shall not 
commence prior to the return of inspected shop drawings signed by the 
Architect/Consultant. to Avor Architecture upon request. DRAWINGS. 
WRITTEN DIMENSIONS ONLY TO BE USED.
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W38, W39, W40

SCALE 1 : 50

W36 & D21

SCALE 1 : 50

W37 & D29

Rev. Date Description

ABBREVIATION LEGEND

FG FIXED GLAZING

ALL WINDOW SIZES ARE NOMINAL, CHECK ON SITE PRIOR TO 

MANUFACTURE

ALL WINDOWS TO HAVE SUB SILLS AND SUBHEADS AS INDICATED.

ALL DOORS NOMINATED WITH NO THRESHOLD TO HAVE THRESHOLDS AS 

PER TYPICAL DETAILS ON WINDOW AND DOOR DETAILS SHEET. IE. NO SILL 

PIECE MADE BY THE WINDOW/DOOR MANUFACTURER. THRESHOLD PLATES 

AND SEALS TO COMPLY WITH AS 1428.1

TOILET SEATS TO ACCESSIBLE AND AMBULANT TOILETS ARE TO BE 30% 

LUMINANCE CONTRASTING COLOUR

DOOR TO DIS WC /SHR TO HAVE REMOVABLE HINGES AND CUT SHORT AT THE 

TOP OF THE DOORS SO THAT THE DOORS CAN BE OPENED IN AN 

EMERGENCY.

PRIVACY SNIBS TO ACCESSIBLE TOILETS ARE TO BE 45MM AS PER AS. 1428.1

ALL LOCKS TO BE KEYED TO SOUTH WEST HEALTH BI-LOCK SYSTEM 

ADMINISTERED BY SOUTH WEST HEALTH LOCKSMITHS. CONTRACTOR TO 

LIAISE WITH SOUTH WEST HEALTH LOCKSMITHS TO ENABLE DOOR BARRELS 

TO BE KEYED TO SOUTH WEST HEALTH SYSTEM.

LOCKING BARRELS WILL BE SUPPLY AND INSTALLED BY THE BUILDER, 

KEYING SCHEDULE WILL BE OBTAINED BY THE BUILDER FROM SOUTH WEST 

HEALTH, CONTACT SOUTH WEST HEALTH PROJECT MANAGER  PRIOR TO 

ORDERING ALL LOCKS AND BARRELS

PROVIDE 6 SETS OF KEYS
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21
00

920 DOOR

10
00

1010

LOCATION: PSYCHIATRY ROOM, CONSULT 1, CONSULT 2, 

CONSULT 3, OFFICE 1, OFFICE 2, OBSERVATION 

ROOM, CONFERENCE, STORE CPD

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

CAPRAL 425 SERIES NARROWLINE DOOR FRAMES. PROVIDE 

CAPRAL SNAP IN EL4503 DOOR STOP AND NEOPRENE SEAL. 

GLASS / LOUVRE

TYPE:

N/A

YES MASTER KEY SYSTEM TO DOORS, 

PROVIDE ELECTRIC STRIKES TO LOCK AND SWIPE IN 

ABILITY (FOB) TO THE FOLLOWING DOORS:

D06 - CONFERENCE ROOM

D37 - OFFICE 2

REFER TO HARDWARE SCHEDULE SUPPLIED BY ASSA 

ABLOY

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY. 

N/A

N/A

45MM THICK PRE PRIMED SOLID CORE DOOR 

PAINT FINISH: REFER TO FINISHES SCHEDULE

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE
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D
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D
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D
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D
37

D
31
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21
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920 DOOR
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00

1010

KP

LOCATION: CORRIDOR 2, PLAYROOM

D
24

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

CAPRAL 425 SERIES NARROWLINE DOOR FRAMES. PROVIDE 

CAPRAL SNAP IN EL4503 DOOR STOP AND NEOPRENE SEAL. 

GLASS / LOUVRE

TYPE:

N/A

YES MASTER KEY SYSTEM TO DOORS, 

PROVIDE ELECTRIC STRIKES TO LOCK AND SWIPE IN 

ABILITY (FOB) TO THE FOLLOWING DOORS:

D24 - CORRIDOR 2

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. PROVIDE KICK PLATE, REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY. 

N/A

N/A

45MM THICK PRE PRIMED SOLID CORE DOOR 

PAINT FINISH: REFER TO FINISHES SCHEDULE

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

D
33

21
00

920 DOOR

10
00

1010

KP

MECH DOOR GRILLES, REFER TO 

MECHANICAL SERVICES DRAWINGS FOR 

SIZE.

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

ENTRY SERV, COMMS ROOM

CAPRAL 425 SERIES NARROWLINE DOOR FRAMES. PROVIDE 

CAPRAL SNAP IN EL4503 DOOR STOP AND NEOPRENE SEAL. 

GLASS / LOUVRE

TYPE:

N/A

YES MASTER KEY SYSTEM TO DOORS, REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY

N/A

N/A

45MM THICK PRE PRIMED SOLID CORE DOOR 

PAINT FINISH: REFER TO FINISHES SCHEDULE

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. PROVIDE KICK PLATE, REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY. 

D
38

D
03

21
00

1330

620 DOOR 620 DOOR

10
00

KPKP

MECH DOOR GRILLES, REFER TO 

MECHANICAL SERVICES DRAWINGS FOR 

SIZE.

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY SCREEN:

CLEANER, ENTRY SERV

CAPRAL 425 SERIES NARROWLINE DOOR FRAMES. PROVIDE 

CAPRAL SNAP IN EL4503 DOOR STOP AND NEOPRENE SEAL. 

GLASS / LOUVRE

TYPE:

N/A

YES MASTER KEY SYSTEM TO DOORS, REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY

N/A

N/A

45MM THICK PRE PRIMED WEATHERPROOF SOLID CORE 

DOOR 

PAINT FINISH: REFER TO FINISHES SCHEDULE

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. PROVIDE KICK PLATE, REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY. 

D
02

D
34

21
00

1020 DOOR

10
00

1110

KP

MECH DOOR GRILLES, REFER TO 

MECHANICAL SERVICES DRAWINGS FOR 

SIZE.

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY SCREEN:

DDA CLIENT

CAPRAL 425 SERIES NARROWLINE DOOR FRAMES. PROVIDE 

CAPRAL SNAP IN EL4503 DOOR STOP AND NEOPRENE SEAL. 

GLASS / LOUVRE

TYPE:

N/A

PRIVACY SNIB

REFER TO HARDWARE SCHEDULE SUPPLIED BY ASSA 

ABLOY

N/A

N/A

45MM THICK PRE PRIMED SOLID CORE DOOR 

PAINT FINISH: REFER TO FINISHES SCHEDULE

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. PROVIDE KICK PLATE, REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY. 

D
10

21
00

920 DOOR

10
00

CAVITY 

SLIDER

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY SCREEN:

QUIET ROOM 1, QUIET ROOM 2

CRITERION INDUSTRIES - ARTESIAN CAVITY SLIDER

GLASS / LOUVRE

TYPE:

N/A

YES MASTER KEY SYSTEM TO DOORS, REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY

PROVIDE RECESSED PULL HANDLE COMPLIENT TO AS1428 -

2021. REFER TO HARDWARE SCHEDULE SUPPLIED BY ASSA 

ABLOY. 

N/A

N/A

45MM THICK PRE PRIMED SOLID CORE DOOR 

PAINT FINISH: REFER TO FINISHES SCHEDULE

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE
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FG

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

CAPRAL 425 SERIES NARROWLINE DOOR FRAMES. PROVIDE 

CAPRAL SNAP IN EL4503 DOOR STOP AND NEOPRENE SEAL. 

GLASS / LOUVRE

TYPE:

YES MASTER KEY SYSTEM TO DOORS, REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY

N/A

N/A

45MM THICK PRE PRIMED SOLID CORE DOOR WITH GLASS 

VIEWING PANEL 

PAINT FINISH: REFER TO FINISHES SCHEDULE

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

SINGLE GLAZED 7.52MM. CLEAR VIRIDIAN  'INTRUDERGUARD' 

(GRADE A SAFETY GLASS) TO AS1288

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. PROVIDE KICK PLATE, REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY. 
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LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY 

SCREEN:

CORRIDOR 1, CHILD WAITING

CAPRAL 425 SERIES NARROWLINE DOOR FRAMES. PROVIDE 

CAPRAL SNAP IN EL4503 DOOR STOP AND NEOPRENE SEAL. 

GLASS / LOUVRE

TYPE:

N/A

YES MASTER KEY SYSTEM TO DOORS, 

PROVIDE ELECTRIC STRIKES TO LOCK AND SWIPE IN 

ABILITY (FOB) TO THE FOLLOWING DOORS:

D11 - CORRIDOR 2

D35 - ADMIN

REFER TO HARDWARE SCHEDULE SUPPLIED BY ASSA 

ABLOY

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. REFER TO HARDWARE 

SCHEDULE SUPPLIED BY ASSA ABLOY. 

N/A

N/A

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

D
11

D
35

GLASS VIEWING PANEL

45MM THICK PRE PRIMED SOLID CORE DOOR WITH GLASS 

VIEWING PANEL 

PAINT FINISH: REFER TO FINISHES SCHEDULE

21
00

820 DOOR

10
00

KP

MECH DOOR GRILLES, REFER TO 

MECHANICAL SERVICES DRAWINGS FOR 

SIZE.

LOCATION:

FRAME TYPE:

DOOR LEAF

MODEL TYPE:

FRAME FINISH:

HARDWARE:

THRESHOLD 

REQUIREMENTS:

LOCKING:

SECURITY/FLY SCREEN:

AMB WC1, AMB WC2

CAPRAL 425 SERIES NARROWLINE DOOR FRAMES. PROVIDE 

CAPRAL SNAP IN EL4503 DOOR STOP AND NEOPRENE SEAL. 

GLASS / LOUVRE

TYPE:

N/A

PRIVACY SNIB,

REFER TO HARDWARE SCHEDULE SUPPLIED BY ASSA 

ABLOY

N/A

N/A

45MM THICK PRE PRIMED SOLID CORE DOOR 

PAINT FINISH: REFER TO FINISHES SCHEDULE

FRAMES: POWDERCOATED DULUX DURATEC COLOUR: 

REFER TO FINISHES SCHEDULE

PROVIDE LEVER DOOR HANDLES AND SOFT DOOR CLOSER, 

COMPLIENT TO AS1428 - 2021. PROVIDE KICK PLATE, REFER TO 

HARDWARE SCHEDULE SUPPLIED BY ASSA ABLOY. 

D
26

D
25

910
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This drawing and all information and design thereon are COPYRIGHT
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constitutes an agreement that no part of  this drawing shall be 
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INTERNAL DOOR SCHEDULE
SHEET 1

CD-905

AV0068

SOUTH WEST HEALTH

122 LONSDALE ST,
HAMILTON, VIC 3300

APRIL 2022

ALL WINDOW SIZES ARE NOMINAL, CHECK ON SITE PRIOR TO 

MANUFACTURE

ALL WINDOWS TO HAVE SUB SILLS AND SUBHEADS AS INDICATED.

ALL DOORS NOMINATED WITH NO THRESHOLD TO HAVE THRESHOLDS AS 

PER TYPICAL DETAILS ON WINDOW AND DOOR DETAILS SHEET. IE. NO SILL 

PIECE MADE BY THE WINDOW/DOOR MANUFACTURER. THRESHOLD PLATES 

AND SEALS TO COMPLY WITH AS 1428.1

TOILET SEATS TO ACCESSIBLE AND AMBULANT TOILETS ARE TO BE 30% 

LUMINANCE CONTRASTING COLOUR

DOOR TO DIS WC /SHR TO HAVE REMOVABLE HINGES AND CUT SHORT AT THE 

TOP OF THE DOORS SO THAT THE DOORS CAN BE OPENED IN AN 

EMERGENCY.

PRIVACY SNIBS TO ACCESSIBLE TOILETS ARE TO BE 45MM AS PER AS. 1428.1

ALL LOCKS TO BE KEYED TO SOUTH WEST HEALTH BI-LOCK SYSTEM 

ADMINISTERED BY SOUTH WEST HEALTH LOCKSMITHS. CONTRACTOR TO 

LIAISE WITH SOUTH WEST HEALTH LOCKSMITHS TO ENABLE DOOR BARRELS 

TO BE KEYED TO SOUTH WEST HEALTH SYSTEM.

LOCKING BARRELS WILL BE SUPPLY AND INSTALLED BY THE BUILDER, 

KEYING SCHEDULE WILL BE OBTAINED BY THE BUILDER FROM SOUTH WEST 

HEALTH, CONTACT SOUTH WEST HEALTH PROJECT MANAGER  PRIOR TO 

ORDERING ALL LOCKS AND BARRELS

PROVIDE 6 SETS OF KEYS

Rev. Date Description

LOCKING & SECURITY REQUIREMENTS

INTERNAL CCTV

EXTERNAL CCTV

STANDARD DOOR LOCK

SWIPE INTO ROOM - ELECTRIC STRIKE REQUIRED

SWIPE INTO & SWIPE OUT OF ROOM - ELECTRIC STRIKE REQUIRED

NO SWIPE, EXIT DOOR ONLY
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NOTE:
REFER TO INTERNAL ELEVATIONS FOR ALL 
PARTITION DOORS

NOTE: INWARD SWINGING TOILET DOORS NEED TO 
BE REMOVABLE (IE. LIFT OFF HINGES AND GAP AT 
DOOR HEAD) IF WITHIN 1200MM OF THE CLEAR 
SPACE OF THE CLOSET PAN.

24
0

11
0

40
90

13 13

TYPICAL BRICK VENEER EXTERNAL WALL 
WINDOW/DOOR JAMB DETAIL

SCALE 1:5

TYPICAL EXTERNAL WINDOW/DOOR JAMB DETAIL 
VITRA PANEL CLADDING, AXON CLADDING, 
CEMINTEL TERRITORY CLADDING SIMILAR. 

SCALE 1:5

RETURN PLASTERBORD AROUND STUD CORNER AND UNDER WINDOW 

FRAME. PROVID FLUSH JOINT & PAINT FINISH. WHERE WALL TILES/VINYL 

OCCUR. RETURN WALL TILES/VINYL AROUND CORNER AND BUTT INTO 

WINDOW/DOOR JAMB. PROVIDE CAULKING SEAL TO MATCH TILE COLOUR

ALUMINIUM FRAMED WINDOWS/DOORS WITH POWDERCOAT FINISH.

CAULK/SEAL ALL AROUND WINDOW/DOOR FRAMES - CAULKING/SEAL TO 

MATCH WALL PAINT COLOUR

ALL WINDOWS/DOORS TO BE SETOUT ON STUD WALL AS DIMENSIONED. 

PROVIDE DOUBLE STUDS TO ALL OPENING EDGES. REFER TO 

STRUCTURAL ENGINEERS DRAWINGS

NOTE: EXTERNAL DOOR JAMBS SIMILAR

CAULK/SEAL ALL AROUND WINDOW/DOOR FRAMES - CAULKING/SEAL TO 

MATCH WINDOW FRAME COLOUR

NOTE: WINDOW HEAD/SILL AND DOOR HEAD SIMILAR

CONTINUE PLASTERBOARD UNDER ALUMINIUM FRAME

CAULK/SEAL ALL AROUND ALUMINIUM FRAMES - CAULKING/SEAL TO 

MATCH WALL PAINT COLOUR

CAULK/SEAL ALL AROUND ALUMINIUM FRAMES - CAULKING/SEAL TO 

MATCH WALL PAINT COLOUR

PROVIDE DOUBLE STUDS TO ALL OPENINGS

WHERE WALL TILES/VINYL OCCURS, BUTT INTO ALUMINIUM FRAME. 

PROVIDE CAULKING SEAL TO MATCH TILE COLOUR

NOTE: WINDOW HEAD/SILL AND DOOR HEAD SIMILAR

NOTE: EXTERNAL DOOR JAMBS SIMILAR

10
2

50

TYPICAL INTERNAL WINDOW/DOOR JAMB DETAIL
SCALE 1:5

CONTINUE PLASTERBOARD UNDER ALUMINIUM FRAMECAULK/SEAL ALL AROUND ALUMINIUM FRAMES - CAULKING/SEAL TO 

MATCH WALL PAINT COLOUR

CAULK/SEAL ALL AROUND ALUMINIUM FRAMES - CAULKING/SEAL TO 

MATCH WALL PAINT COLOUR

CONTINUE PLASTERBOARD UNDER ALUMINIUM FRAME

PROVIDE DOUBLE STUDS TO ALL OPENINGS

WHERE WALL TILES/VINYL OCCURS, BUTT INTO ALUMINIUM FRAME. 

PROVIDE CAULKING SEAL TO MATCH TILE COLOUR

WHERE WALL TILES/VINYL OCCUR, BUTT INTO ALUMINIUM FRAME. 

PROVIDE CAULKING SEAL TO MATCH TILE COLOUR

NOTE: WINDOW HEAD/SILL AND DOOR HEAD SIMILAR

NOTE: INTERNAL DOOR JAMBS SIMILAR

90
35

10
13

NOTE WINDOW MUST BE FLUSH WITH EXTERNAL 

CLADDING

90
13

13

TYPICAL GLAZED ALUM. EXTERNAL DOOR 
THRESHOLD (VINYL FLOORING)

BUILDER MUST CHECK FLOORING AND 

THICKNESS SPECIFIED IN THE FINISHES 

SCHEDULE BEFORE ORDERING 

THRESHOLD PLATES. THRESHOLD 

PLATES MUST FINISH FLUSH WITH 

FLOOR FINISH INTERNALLY.

RAVEN RP89 WEATHER ENERGY SWEEP 

SEAL, SNAPS INTO HOLLOW FRAME.

TYPICAL EL4053 SNAP IN CAPRAL 

DOOR STOP WITH EPDM GASKET 

TO DOOR HEADS AND JAMBS.

SCALE 1:2

RAVEN RP116 ALUMINIUM THRESHOLD 

PLATE SATIN CLEAR (SILVER)

VINYL FLOORING

.100.

.6
.

MIRROR DOOR STOP, SEALS AND 

DOOR LEAF IF DOOR SWINGS 

OUTWARDS

TYPICAL SOLID CORE
EXTERNAL DOOR THRESHOLD (VINYL FLOORING)

VINYL FLOORING

TYPICAL EL4053 SNAP IN CAPRAL DOOR STOP 

WITH EPDM GASKET TO DOOR HEADS AND 

JAMBS.

RAVEN RP4 DOOR SCREW FIXED TO 

BOTTOM OF DOOR

RAVEN RP116 ALUMINIUM THRESHOLD 

PLATE SATIN CLEAR (SILVER)

SCALE 1:2

.100.

.6
.

EXTERNAL SIDE

INTERNAL SIDE

TYPICAL SOLID CORE
EXTERNAL DOUBLE DOOR MEETING SEAL (PLAN DETAIL)

RAVEN R16Si DOOR

SEAL REBATED INTO ON

DOOR LEAF SCREW

FIXED TO DOOR

SCALE 1:2

SCALE 1:2

TYPICAL GLAZED ALUM. EXTERNAL DOOR 
THRESHOLD (CARPET FLOORING)

BUILDER MUST CHECK FLOORING AND THICKNESS 

SPECIFIED IN THE FINISHES SCHEDULE BEFORE 

ORDERING THRESHOLD PLATES. THRESHOLD 

PLATES MUST FINISH FLUSH WITH FLOOR FINISH 

INTERNALLY.

RAVEN RP89 WEATHER ENERGY SWEEP 

SEAL, SNAPS INTO HOLLOW FRAME.

CARPET AS SPECIFIED

MAX PILE THICKNESS - 11MM MAX UNDERLAY - 4MM 

REFER TO INTERNAL

FINISHES SCHEDULE IN APPENDICES AT REAR OF 

SPECIFICATION

RAVEN RP77 ALUMINIUM THRESHOLD 

PLATE. SATIN CLEAR (SILVER)

.100.

.1
3.

ZONE FOR STATUTORY BRAILLE AND TACTILE 

SIGNAGE LOCATION IF LATCH SIDE 

LOCATION IS NOT POSSIBLE IN ACCORDANCE 

WITH PART D3.6 OF THE NCC AND AS 1428

ZONE FOR STATUTORY BRAILLE AND TACTILE 

SIGNAGE LOCATION INSTALLED LATCH SIDE IN 

ACCORDANCE WITH PART D3.6 OF THE NCC 

AND AS 1428
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NOTE: 

• SIGNAGE MUST BE PROVIDED NEXT TO EACH TOILET AIRLOCK DOOR TO IDENTIFY THE LOCATIONS OF THE 

ACCESSIBLE TOILETS, MALE TOILETS, FEMALE TOILETS (AND AMBULANT TOILETS FOR USE BY BOTH MALE 

AND FEMALES). 

• ACCESSIBLE SIGNAGE MUST INCLUDE BRAILLE AND TACTILE CHARACTERS NEXT TO THE DOOR OF EACH 

UNISEX ACCESSIBLE TOILET. 

• ACCESSIBLE TOILET SIGNAGE MUST INCLUDE THE INTERNATIONAL SYMBOL OF ACCESS (I.E. THE 

WHEELCHAIR SYMBOL) AS PER FIGURE 1. 

• THE INTERNATIONAL SYMBOL OF ACCESS SYMBOLS ON ACCESSIBLE TOILET SIGNS MUST BE A WHITE 

COLOUR ON A BLUE BACKGROUND. 

• ALL BRAILLE & TACTILE CHARACTERS ON SIGNS ARE TO BE LOCATED BETWEEN 1200MM AND 1600MM ABOVE 

THE FLOOR LEVEL. 

• WHERE ACCESSIBLE TOILET SIGNS JUST HAVE A SINGLE LINE OF TEXT THEY MUST HAVE THE BRAILLE AND 

TACTILE CHARACTERS LOCATED BETWEEN 1250MM AND 1350MM ABOVE FLOOR LEVEL. 

• BRAILLE & TACTILE SIGNS ARE TO BE INSTALLED ON THE WALL ON THE LATCH SIDE OF EACH ACCESSIBLE 

TOILET DOOR, AND BETWEEN 50MM AND 300MM FROM THE ARCHITRAVE. 

• WHERE THE FACILITY INCLUDES A SHOWER IT SHOULD PROVIDE A PICTOGRAM REPRESENTING THE SHOWER 

WITHIN THE FACILITY. 

• THE “LH” OR “RH” ON EACH ACCESSIBLE TOILET SIGN INDICATES THE DIRECTION OF TRANSFER FROM A 

WHEELCHAIR TO THE TOILET SEAT. FOR EXAMPLE, IF ONE WERE TO:

• TRANSFER TO THE RIGHT ONTO THE TOILET SEAT WITH THE GRABRAIL ON THE WALL ON ONE’S RIGHT HAND S 

RIGHT HAND SIDE THIS WOULD BE A “RH”.

• TRANSFER TO THE LEFT ONTO THE TOILET SEAT WITH THE GRABRAIL ON THE WALL ON ONE’S LEFT HAND S 

LEFT HAND SIDE THIS WOULD BE A “LH”.

NOTE: 

CONTRACTOR IS TO PROVIDE ALL NECESSARY STATUTORY SIGNAGE 
IN ORDER TO COMPLY WITH AS 1428 & THE NATIONAL 

CONSTRUCTION CODE (NCC).

16
00

 M
A

X
.

SCALE 1:2

TYPICAL DOOR HANDLE & STATUTORY SIGNAGE 
DETAIL

TYPICAL GLAZED ALUM. EXTERNAL DOUBLE DOOR
MEETING SEAL (PLAN DETAIL)

TYPICAL BRUSH SEALS TO BE SUPPLIED BY 

WINDOW/DOOR MANUFACTURER.

SCALE 1:2
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DOOR & WINDOW DETAILS
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AV0068

SOUTH WEST HEALTH

122 LONSDALE ST,
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APRIL 2022
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INTERNAL 3D VIEWS
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AV0068

SOUTH WEST HEALTH

122 LONSDALE ST,
HAMILTON, VIC 3300

APRIL 2022

SCALE

WORK AREA 3D VIEW 1

SCALE

WORK AREA 3D VIEW 2
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